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Included In This Issue: Antique Sugar Chest + Toy Tractor & Cart 
Decoy Carving • Old-World Weather Forecaster • Display Pedestal 
Chinese Tea Table + Turned Lamp * Cabinet for Records and Tapes 


18th Century Shelves 
Jan/Feb "81 


Each issue of THE WOODWORKER'S JOURNAL is filled with detailed plans for all types of woodworking projects, a few of 
which are shown above. There are also regular columns on restoring antiques and workshop income plus useful jigs and 
shop tips, but our main purpose has always been to provide our readers with a variety of PROJECT PLANS. Check the con- 
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tents of available issues below and send your order today...supplies are limited. 


Vol. 4 No. 1 Jan-Feb '80: Doughbox End Table, Contemp- 
orary Loveseat, Mahogany Chairside Table, Cornet Cupboard 
Part 1, Small Pine Corner Cabinet, Knife Rack Cutting Board, 
Apple-Shaped Mirror, Pine Tape Dispenser, Auxiliary Cut-Off 
Table for Tablesaw. 


Vol. 4 №. 2 Mar-Apr '80: Firewood Rack & Carrier, Red Baron 
Triplane Toy, Pine Pie Safe with Pierced Tin Panels, Contemp- 
огагу Glass Top Coffee Table and Matching End Table, 19th 
Cent. Pine Commode, Corner Cupboard Part Il, Butcher Block 
Toy Box, Mahogany Corner Shelf, Jig for Wooden Trivets, 
Radial Arm Crosscut Table. 


Vol. 4 3 May-June ‘80: Miniature Campaign Chest, 19th 
Cent. Sawbuck Table, Decorative Frog, Violin Sconce, Shaker 
Cutlery Tray, Swinging Bracket & Planter, Club Chair & Otto- 
man, Oak Cottage Chair, Wooden Lock. 


Vol. 4 №. 4 July-Aug '80: Magazine Rack, Gothic Oak Stool, 
Whale Cribbage Board. Doll Cradle, Nut & Bolt Toy, Basket- 
weave Planters, Easy Wall Clock, Router Bit Box, Pine СеПаг- 
ette, Lap Chessboard, Pine Wall Box. 


Vol. 4 No. 5 Sept-Oct '80: Cabinetmaker's Workbench, Cob- 
bler's Bench Coffee Table, 19th Cent. Cherry Table, Kitchen 
Utensils, Book Rack, Nuts & Bolts, Nutcracker, Walnut & 
Glass Bank, Schoolhouse Desk, Booster Seat. 


Vol. 4 No. 6 Nov-Dec '80: 17th Cent. Mantle Clock, Toy 
Truck, Bud Vase, Grain Scoop, Letter Rack, Phone Memo Cad- 
dy, Toy Circus Wagons, Animal Puzzles, Library Stool, Quilt 
Rack, Ratchet Table/Lamp, 18th Cent. Trestle Table, Lathe 
Steady Rest. 


Pine Cupboard, Tenon Jig, Towel Ring, Matchbox. Corner 
Shelves. Contemporary Cabinet, Black Forest Clock, Shop 
Drawing Board. 


Vol. 5 No. 2 Mar-Apr '81: Child's Rocker, Bandsaw Jig, Push- 
Pull Toy, Half-Round Table, Spoon Rack, Salt and Pepper 
Shakers, Calculator Stand, Anchor Thermometer, Plant Stand, 
Oak Writing Desk, 18th Cent. Chair Table, Shop-Built Hand- 
screw. 


Vol. 5 №. 3 May-June '81: 18th Cent. Sleigh Seat, Child's Step 
Stool, Kiddie Gym, Flying Duck, Dominoes, Trouser Hanger, 
Mug Rack, Folding Sun Seat, Ship's Wheel Table, Contempo: 
rary Buffet. 


Vol. 5 No. 4 July-Aug '81: Longhorn Steer, Bike Rack, Min- 
iature Chest, Doll House Bed, Curio Shelves, Belt Rack, Rocker 
Footrest, Early American Wall Shelf, Multipurpose Cabinet, 
Box Cutting Jig. 


Vol. 5 №. 5 Sept-Oct "81: 18th Cent. Rudder Table, Musical 
Jewelry Box, Colonial Candlestick, Deacon's Wall Shelf, Toy 
Hippo. Spalted Boxes, Woodbox. Sewing Cabinet with Tambour 
Doors, 18th Cent. Tavern Table, Router Jig for Stopped Dadoes. 


Vol. 5 No. 6 Nov-Dec '81: Old-Time Ice Box, Victorian Sled, 
Tile Clock, Wine Glass Holder, Mahogany Wail Shelf, Inkwell, 
Bagel Slicer, Seal Push Toy, Wooden Combs, Antique Knife 
Tray, Memo Cube, Fireplace’ Bellows, Contemporary Shelving, 
Weather Station, Shop-Built Bar Clamp. 


Vol. 6 No. 1 Jan-Feb '82: Contemporary Sofa Table, Artist's 
Easel. Candle Box, Laminated Box, Butcher Block Knife Rack. 
Frog Pull Toy. Infinity Mirror, Japanese Style Table Lamp. 
Empire Footstool, Desk Caddy, Stepped-Back Hutch, Buck- 
board Seat, Latticework Cutting Jig. 


Vol. 6 №. 2 Mar-Apr ‘82: Early American Blanket Chest, 18th 
Cent. Corner Shelf, Pine Footstool, Cheese Cutting Board, 
Napkin Holder, Trivets, Coaster Set, Pierced Tin Cabinet, 
Hutch Clock, Oak File Cabinet, Mahogany Tripod Table, Wali 
Hung Plant Bracket. 
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Sept/Oct '81 


Vol. 6 No. 3 May-June '82: Country Kitchen Cabinet, Rough- 
Sawn Cedar Clock, Swinging Cradle, Toy Helicopter, Casserole 
Dish Holder, Ship's Wheel Weather Station, ' Octagonal 
Planter, Tambour Desk, Band Saw Boxes, 19th Cent. Step-Chair, 
Sailing Ship Weather Vane. 


Yol. 6 No. 4 July-August '82: Dovetailed Footstool, Toy Chest, 
Plant Stand, 18th Cent. Lawyer's Case, Frame and Panel Joint 
with Decorative Bevel, Collector's Plate Frame, Toy Jee 
Trestle Table and Bench, 19th Cent. Danish Washstand, Cont- 
emporary Wall Valet. 


Vol. 6 No. 5 Sept-Oct '82: Early American Hanging Corner 
Cupboard, Breakfast Serving Tray, Veneered End Table, Chess 
Table, Chest of Drawers, Contemporary Writing Desk, Whale 
Toy, Laminated Shoehorn, Spaghetti Measure, Candle Holder, 
Horizontal Boring Jig, Cane Suppliers, Finishing Suppliers. 


Vol. 6 No. 6 Nov-Dec '82: Lyre Clock, Geodesic Lighting Fixture, 
Sawhorse Dining Table, Oak Desk Clock, Shaker Wall Shelves, 
Old-Time Radio Case, Cider Press Lamp, Contemporary Hang- 
ing Light Fixture, Firewood Rack, Toy Tool Box, Christmas Tree 
Ornaments, Willie and Tuna Push Toy, Woodpile Trivet, Circle 
Cutting Jig, General Woodworking Suppliers. 


Vol. 7 №. 1 Jan-Feb '83: Workshop Tote Box, Tinsel-Art Mirror, 
European Spinning Wheel, Key Holder, Dump Truck Toy, 
Bang-a-Peg Toy, Puzzle, Wall Cabinet with Reverse Glass 
Stencil, End Grain Table Lamp, Butler's Tray Table, Contemp- 
orary Clock, Pine Cabinet. 


Vol. 7 No. 2 Mar-Apr 183: Porch Swing, Homemade Jig Saw, 
Cheval Mirror, Punched Tin Spice Cabinet, Television Stand, 
Nautical Table Lamp, Wooden Balance, Nesting Cube Tables, 
Steam Roller Toy, Back Massager, Mailbox, Wall Shelf, Chip: 
pendale Mirror, Clock Parts and Suppliers. 


Vol. 7 No. 3 May-June '83: Oak Pedestal Table, Drafting Table, 
Early American Wall Unit, Folding Snack Table, Pine Corner 
Cupboard, Toy Car with Boat & Trailer, Letter Opener, Contem- 
porary Serving Tray, Hanging Mirror with Shelf, Carved Eagle, 
Early American Portable Bookcase, Hardwood Suppliers. 


Vol. 4, No. 1 through Vol. 4, №. 4 are newsprint issues for $1.50 each. From 
Vol. 4, No. 5 on, they are magazines for $2.50 each, postpaid. CT residents only 
please add 7 % sales tax. 
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Shoptalk 


Back to the Drawing Board 


We were due for a contemporary lamp project and | 
thought it would be nice if we could lathe turn an elegant 
lamp base; a ''quickie'' project that would be fairly easy for 
both us and the readers. 

It seemed like a nice straightforward design on paper so 
we laminated a stack of two inch thick cherry for a turning 
blank. I began to have some misgivings when I actually saw 
the turning blank which seemed fearfully large and heavy 
for our vintage Craftsman lathe. 

After chucking this monster, we took a deep breath and 
hit the switch. Nothing happened. We shut off the switch 
and checked the outlet and motor which looked o.k., so on 
went the switch again. This time the motor started smok- 
ing. Off with the switch. The comic strip balloons started 
sprouting over our heads with question marks in them. Also 
some exclamation points. 

We tried cutting down the corners and reducing the mass 
a bit and with a hand start got the big chunk spinning. But 
in a couple of seconds, as the R.P.M.'s built up, the lathe 
bench started doing a horrible Dance Macabre. Off went 
the switch as it seemed likely that someone or something 
was about to sustain mortal injury. 

Considerable discussion followed during which it was 
determined that the turning blank was just too much out of 
balance and could not be turned on our lathe. This was a 
painful admission as the lamp was scheduled to be photo- 
graphed three days earlier. 

Three of us went back to the drawing boards to figure out 
another way of gluing up the turning blank. We finally 


worked it out and the completed turning was lovely, as the 
photo on page 28 shows. 

The point of this story is that we have to keep constantly 
aware of the limitations of our reader's equipment. A big- 
ger lathe, with more horsepower would have handled the 
blank as we originally glued it up but many of our readers 
would have had a frustrating experience trying to do the 
same on small lathes. I think we'll hang on to our small 
lathe for a while. 


Reinforcements Have Arrived 


Another name has been added to our Masthead. Glenn 
Firmender has just completed his third year in the School 
for American Craftsmen at the Rochester Institute of Tech- 
nology. 

While at R.I.T., his work was chosen for exhibit in the 
Student Honors Shows of 1982 and 1983. Also, at the Finger 
Lakes Exhibition, he won first prize in the woodworking di- 
vision for design and craftsmanship. The project was a 
chest of drawers that can be described simply as beautiful. 

Glenn will be responsible for initiating new designs and 
converting those designs into reality in our shop. He is a 
very enthusiastic and prolific craftsman and we sure are 


glad to have his help. 
Jim McQuillan 


Multi-purpose Machines for a 


complete woodworkin 


shop 


at prices you can afford —— 


"een 
poen 


The DB-5 wood-turning lathe is per- 


The Emco Star 2000 is 4 pre- 
cision tools in one basic unit, 
operated from the same heavy- 
duty 2 hp motor. Bandsaw—table 
saw—disc sander and spindle 
moulding machine. Eight more 
operations can be added with 
attachments. 


EMCO 
MAIER 


CORPORATION 


fect in all details. 39" between centers, 
15" swing, 4 spindle speeds and a heavy- 
duty % hp motor. 


See your local dealer, or send for free catalogs today. 


Dept. 385, P.O. Box 07824 
Columbus OH 43207 
Phone 614/445-8328 


The Rex 2000 is the finest jointer- 
planer-thicknessing machine 
available. This 10%" capacity 
machine is powered by a 2'2 hp 
motor. Table saw, slot mortising 
and moulding attachments may 
be added later. 
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TOOLS ON SALE 


Milwaukee . Makita . Hitachi . Jorgenson . Forstner . Dremel 


* Any Combination of Purchases over $500.00 Deduct Additional 3% Ж 


MILWAUKEE ELECTRIC TOOLS 
List Sale 


JORGENSEN 
STEEL BAR 


3/8" Hole Shooter H.D. 3.3A . $136 $ 95 
3/8" Magnum Hole Shooter 
1/2" 4.5A H/Shooter 0-600 
1/2" Magnum Hole Shooter . 
TSC SawzAll w/case ... 

2 Sp Sawzall w/case 2 
7-1/4" Circular Saw ІЗА .. . 
8-1/4" Circular Saw 13A 

3.8 Amp Single Spd Jig Saw 

3" x 24" Belt Sander 

4" x 24" Belt Sander... 
1H.P. 8 AMP Router 

1.50 H.P. 10 AMP Router 
2.00 H.P. 12 AMP Router 
T.S.C. 3/8" Hammer Drill Kit . 
V2" 6.2A HD Hammer Drill Kit 
4 V2" Angle Grinder 5.A.... 
HD Dry/W Shooter 04000pm 


MAKITA ELECTRIC TOOLS 
Model List Sale 


212" Throat 


Bar Size A" x 34” List 


CLAMPS 
Style 37 


Lots 
Sale of 6 


JORGENSEN 
ADJUSTABLE 
HAND 
SCREWS 


list Sale 


$11.59 — $750 
1245 8.50 
13.35 8.95 
14.35 9.50 
15.97 10.50 
18.25 11.95 
20.94 14.25 
26.56 17.50 
34,558 2495 


#3706 
#3712 
#3718 
#3724 
#3730 
#3736 


$ 7.88 
8.73 
9.64 

10.54 
11.76 
12.85 


$550 $2970 
5.95 3213 
6.95 37.53 
7.35 39.69 
8.25 44.55 
8.95 48.33 


5” Throat 


JORGENSEN 
STEEL BAR 
CLAMPS 
Style 45 


Bar Size 1 3/8" x 5/16” List 


Sale 


Hi JORGENSEN 
Jaws - 2" High x 1% Wide STEEL “I” BAR 


| Bar Size - 1% x 7/16 x 5/32 


АРАТ. 

305... Ma 17.50 
3B ih e 1850 
48" "T 2150 
60" N 2450 
72" à 26.50 


31/4” Planer w/case...... #143 $89 
3 1/4" Planer Kit 

6 1/8" Planer Kit A 
37x21" Dustless Belt Sander 
37x24" Dustless Belt Sander 
4"x24" Dustless Belt Sander 
Finish Sander, Square Base 
Finish Sander, 5" Round Base 
4¥/2x9Y/4" Finish Sand., Dustless 
1НР. Router .. 

11/4НР. Вошег 

2НР. Plunge Router 

3/8" Rev. Var. Speed Drill 
1/2" V.SR. Drill 4.8 AMP . 
1⁄2" Rev. 6 AMP Drill . 

3/8" R.V.S Uni-Drill . 

3/8" Cordless Drill w/case 
3/8" Cordless 2-Sp. w/cl. Drill 
4 3/8" Circular Saw 

Var. Speed Jig Saw 


HITACHI POWER TOOLS 
Model list Sale 


DUT-10 3/8" 2 Speed 3.9 AMP Drill. $133 $ 88 
5875 3'x21"Dustless Belt Sander 2 Sp 
$8-110 47x24" Dustless Belt Sander 2 Sp. 
$0-110 41/2” x 9" Finish Sander А 
500-110 41/2" х 9" Finish Sander Dustless 
JHV-60 Var. Speed Jig Saw 3.5A 
Р5М-7 71/2” - 11 АМР Circular Saw 
TSB-10 Мите Saw — 10” + 
DRC-10 3/8" Cordless Drill 2-Sp/Rev 
with Adj. Torque Range 


VTC10 3/8" Cordless Hammer Drill 
2 Speed, Reversible . 


01610 3/8" Cordless Hitachi Drill 
2 Speed with Reverse 


DIOV — 3/8" Hitachi Variable Speed Rev. 
3.3 AMPDrilll:.:.... sine 


* SUPER SPECIALS x 


Model List Sale 


6377 Milwaukee 7'4" Worm Drive Saw .. $220 $139 
6378 — Milwaukee 84" Worm Drive Saw 235 149 
90058 Makita 5" Grinder-10.000rpm 9.4A. 149 99 
9607BL Makita 7" Grinder-6.000 rpm 15A .. 229 149 
9609B Makita 9" Grinder-6.000rpm 15A .. 236 154 


#4506 
#4508 
#4512 
#4518 
#4524 
#4530 
#4536 


$ 22.49 
23.04 
23.85 
25.16 
26.61 
28.06 
29.54 


$15.95 
16.50 
17.50 
18.95 
20.95 
21.95 
22.95 


JORGENSEN 
PONY PIPE 
CLAMPS 

(pipe not included) Lots 


List 


Sale of 12 


for 34" black pipe 


$11.23 


for 1/2" black pipe 9.36 
Bar Clamp Pads 4.03 


(Set of 4) 


$7.95 $8586 
6.50 70.20 
250 2100 


GENUINE FORSTNER BITS 
Type ^80 — Made in U.S.A. 


JORGENSEN 
BAND CLAMPS 
(CANVAS) 

Style 62 Box 


List 


Sale of 6 


$52.24 
57.29 
62.32 
67.34 


$3495 $188.73 
37.95 204.93 
40.95 221.13 
42.95 231.93 


List 


Sale Lots of 12 


list — Sale Size list — Sale 
$1820 $13.65 1 $2410 $18.10 
1.90 1340 1 25.15 18.85 
17.65 13.25 1 2890 21.70 
17.65 13.25 1 31.75 23,80 
18.20 13.65 1 34.25 2570 
1875 14.10 lá" 36.25 27.20 
1905 14.30 1%” 37.45 2810 
19.15 14.40 2- 40.65 30.50 
1925 1445 25 4870 3655 
19.50 14.65 2 5265 39.50 
1970 14.80 2%" 59.05 44.30 
19.90 15.00 2 64.20 48.15 
2010 15.20 2 70.10 52.60 
20.85 15.65 2 7650 57.40 
2225 1670 2 8450 6340 
2280 17.10 3 68.55 
2345 17.60 


С 91.40 


DREMEL МОТО TOOLS 
Model  MOTOTOOLKITS цы sale 


$32.95 
39.95 
45.95 
52.95 
60.95 


2401 Constant Speed, 14 Access. $50.95 
2501 Constant Speed, 14 Access. 62.95 
2701 Constant Speed. 30 Access. 71.35 
3701 Variable Speed, 35 Access. 82.95 
3801  V/Sp..B/Bearing, 35 Access. 94.95 


Model MOTO-FLEX® TOOLS цы sale 


232 Moto-Flex Tool $98.95 $63.95 
Variable Speed Moto-Flex Tool 109.95 70.95 


#1215 15’ 


$10.57 


$6.50 $70.20 


MOTO-TOOLS* list — Sale 


JORGENSEN HOLD DOWN 


CLAMPS 
list 


Box 
Sale of 6 


#1623 


3 WAYS TO BU 


3" Opening Gap 


$9.98 


$750 $39.95 


Moto-Tool (Constant Speed) $52.95 
Moto-Tool (Constant Speed) 58.95 
Constant Speed,Ball Bearing 70.95 
Moto-Tool (Variable Speed) — 71.95 
Variable Speed. Ball Bearing) . 82.95 


33.95 
37.95 
45.95 
45.95 
52.95 


SEND FOR FREE 1982 MILWAUKEE OR MAKITA CATALOG 
CHECK OR MONEY ORDER e» C.O.D. e VISA/M. 


ER CARD 


HOME OF THE 1-DAY SHIPPER — “Your Order Will Be The Nicest Thing In Our Mail" 


SEVEN CORNERS ACE HDW. Inc. 


216 West 7th St 


St. Раш. Minnesota 55102 ө 


Established 19. 


Call Toll-Free 1-800-328-0457 — In Minnesota Call (612) 224-4859 


July/August 1983 


Опе 
good bit, 
deserves 
another 


So do our drills, countersinks 
and router bits. 108 years in 
the cutting tool business has 
proven that our woodwork- 
ing tools give top perform- 
ance time after time. If you 
demand top-notch results in 
your woodworking projects 
and haven't been getting it, 
send $2.00 today for our 
catalog, and 

let Morris 

Wood Tool 

start doing its 

bit for you. i 


* Hwy. 11-E P.O. Box 249, Morristown, TN 
37814 (615) 586-0110 


e Tine Too! Shops 
summer Catalog 


in CT € T 797-0772 


Send today to: 

THE FINE TOOL SHOPS Inc. 
РО. Вох 1262, 20 Backus Ave. 
Danbury, CT. 06810 W6 


Name == 


Address 
City State Zip 


(tfi&*Fine*loolShops ) 


Letters 


In the January/February 1983 issue 
you had a letter from Robert H. Smith 
inquiring about the finish on antique 
pine furniture. John Olson replied that 
this was a tinted lacquer type of finish 
and could be purchased from a special- 
ty supply house. I would like to try 
some of these finishes but don't know 
the name or address of any supply 
houses. 

John H. Bradley, Daytona Beach, Fla. 


John Olson replies: Tinted lacquers 
are manufactured by: Westfield 
Chemical Corp., 221 Union, Haverhill, 
MA 01830 and Mohawk Finishing Co. 
Perth Road, Amsterdam, NY 12010. 
Wood stain and stains for lacquers are 
made by: H. R. Behlen and Bros., 
P. О. Box 698, Amsterdam, NY 12010, 
Е. I. de Nemours Dupont and Co., 
Inc., 1007 Market Street, Wilmington, 
DE 19801 and Red Spot Paint and Var- 
nish, Inc., 110 Main Street, Evans- 
ville, IN 47706. A letter to the Custom- 


er Relations Department of any of 


these companies is sure to bring you 
the name and address of their nearest 
retail dealers. 


I am looking for a furniture repair 
book, one that is complete in every re- 
spect of furniture repair and refinish- 
ing. Can you help? 

William Surovik, Sonora, Calif. 


John Olson replies: One of the best 
books on furniture repair and refinish- 
ing that has been published in the last 
twenty-five years is titled ‘‘The Furni- 
ture Doctor" by George Grotz. This 
book is clearly written, and at times, 
very amusing. It's published Бу 
Doubleday and Company, Garden 
City, NY. 


I have a coffee table in my living 
room which is badly in need of refin- 
ishing. The top has a leather surface 
with a gold pattern around the edge 
and I’m in doubt as to what to do to re- 
store the piece without damaging the 
leather. 

Jeffrey Smith, Prospect, Conn. 


John Olson replies: This can be a 
tough job. If the old finish is to be re- 
moved I suggest you use a cotton- 
tipped swab, or something similar to 
clean the edges next to the leather. It's 
important to be ever so careful not to 
get any paint remover on the leather. 


Another approach is to use a very fine 
sandpaper to remove the old finish, 

sanding very carefully along the edges 
of the leather. The same approach ap- 
plies to refinishing the wood. Be very 
careful not to get any wood finish on 
the leather. After the job is finished, 
the leather can be cleaned with a solu- 
tion of alcohol and water - with or with- 
out saddlesoap. Don't try to use mask- 
ing tape. It won't work. The oils in the 
leather prevent the tape from making a 
really good seal and finish will invaria- 
bly creep under the edge of the tape 
and spoil the appearance of the leath- 
er. Wood finishes that have penetrated 
leather are impossible to remove. 


Iam trying to locate a source for thin 
wood to make Shaker boxes. Any infor- 
mation would be appreciated. 

Shirley Probst, Dallas, Tex. 


The company Shaker Miniatures, 
2913 Huntington Road, Cleveland, OH 
44120 carries thin (1/32 in. to % in. 
thick) hardwoods. Write to them for 
more information. 


In the ‘‘Letters’’ section of your 
May/June 1983 (page 6) issue was an 
editor's note regarding the use of lid 
support hardware for toy chest safety. 
I agree completely with the Consumer 
Product Safety Commission but have 
been unable to find any kind of lid sup- 
port. Can you tell me where they can 
be purchased? 


John Murphy, Livermore Falls, Maine 


Lid supports can be ordered from Carl- 
son Capitol Manufacturing Co., P.O. 
Box 6165, Rockford, IL 61125. Write to 
them for more details. Enclose 25¢ for 
postage. 


I consider your publication a valua- 
ble reference for my shop, especially 
as a result of the detailed drawings fre- 
quently featured on items I like to 
build. The advantages of a detailed 
and dimensioned drawing are obvious: 
items are proportioned, material needs 
are outlined and the final fit of the 
parts is assured if plans are followed -- 
or so one would assume. This was not 
the case with the swinging cradle 
plans featured in your May/June 1982 
issue on pages 26 and 27. Item ‘‘G’’, 
the Upper End Rail, did not fit upon fi- 
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nal assembly as a result of a dimen- 
sioning error on your plans. In retro- 
spect, the error is so basic I almost 
blame myself for not realizing it during 
construction. The plans call for 34 
identical spindles, 12 of which will fit 
between the Upper and Lower End 
Rails. The fact that similar spindles fit 
between the Upper and Lower Side 
Rails and these rails are slanted 10 de- 
grees from the vertical dictates the end 
rail spindles be shorter if a match at 
the corner post is desired. If all spin- 
dles are made the same length (10 % 
in.) the mismatch at the corner post is 
% in. plus. As I followed the instruc- 
tions and preassembled the spindles to 
the side and end rails before attempt- 
ing to dowel these sections to the cor- 
ner posts (Sketch A), I did not discover 
the error until it was too late. My solu- 
tion was found in cutting the spindles 
(A) free from end rails C & G, shorten- 
ing 12 spindles by % in., drilling the 
ends of the spindles for 5/16 dowel 
and redrilling the end rails for a 5/16 
dowel. The project was salvaged but as 
a craftsman I get little satisfaction 
when I know it’s a patch-job. 


Bob Schaefer, St. Louis, Mo. 


We regret this error and apologize 
to Mr. Schaefer and any other readers 
who faced his same dilemma. Certain- 
ly, to be of any value, woodworking 
project plans must be clear, complete, 
and accurate. At “Тһе Woodworker's 
Journal", we make every effort to 
meet that criteria, however, as Mr. 
Schaefer can attest to, we occasionally 
do make mistakes. Our thanks to him 
for bringing it to our attention. 


I have been looking for an outlet to 
buy the hardware for a baby’s crib but 
have been unsuccessful to date. Can 
you help? 

Steve Sonner, Bluffton, Ind. 


The Woodworkers’ Store, 21801 In- 
dustrial Boulevard, Rogers, MN 55374 
sells all necessary hardware parts to 
make a complete crib. Price for a com- 
plete set of parts is $47.95. To get 
more details, send $1.00 for a copy of 
their current catalog. 


My brother builds models of old sail- 
ing ships and is trying to find a source 
for small figures of sailors. Can you 
help? 

Mary Moran, East Hartford, Conn. 


Model Shipways Co., 39 West Fort 
Lee Road, Bogota, NJ 07603 carries a 


(continued on page 10) 


July/August 1983 


$399 Delivered! 


Both 
Tables 
Adjust 200 Ibs. 


A 


Return 

in 30 $1.00 

days for 

if not satisfied information 


L Вох 721 Elmhurst, IL 60126 


NOW HERES A THRIFTY BUY. 

The New Improved #300 Quartz Movement 
WITH jump sweep second, hour & minute 
hand for Only $6.75. And you get the Fin- 
est Clock Catalog for the Hobbiest Clock- 
maker. 62 Full Color Pages of Clock 
Movements, Dials, Hands, Accessories and 
tools for repair and restoration 

1-2 pes. $6.75 ca. 

3-9 pes. $6.50 ca. 

10-24 pes. $5.00 са 

25-49 pes. $4.50 са 

50-99 pes. $4.25 са е г 
100 & up $4.00 са 
Specifications: 
2304€ x 2- 
Mexx 

Shaft length 


ит ут 52 


TOTAL AMOUNT ENCLOSED $ 


SELVA BOREL (415) 832-0355 


“THE NEW SELVA BOREL QUARTZ MOVEMENTS 
AND FULL COLOR GERMAN CLOCK CATALOG ARE 
ENOUGH TO RING A SCOTSMAN'S CHIMES!” 


Please specify | German Clock Catalog 
.00 or free w/pur- 


1 

l 

| Add $2.00 per Ж 
| МАМЕ order for shipping. в! 
| ADDRESS à l 
j ст aa 1 
j STATE ZIP | 
VISA D МСО EXP, DATE | 

| carpe |! 
| SIGNATURE +1 
| Money ORDER о CHECK O | 
| MODEL 300 QTY ats each. Shaft Length Bill Clark e | 
l| Moet. вю QTY as cach. Shaft Length Master | 
| | 
1 | 
| | 
| | 


Lo 13th St., Р.О. Box 796, AM, Oakland, CA 94604 wJ78 


Introducing 
Two Books 
for Expert 
Woodturning 

Results 


WOODTURNING TECHNIQUES 


By W. J. Wooldrige. This gold mine of information 
details every aspect of the art of high quality wood- 
turning, with step-by-step instructions on: techniques, 
spindle and faceplate turning, chucking, offset turn- 
ing, long hole boring, decorative turnery, polishing— 
even sanding and polishing successfully with Carnauba 
Wax. You'll discover how to: 
“Make 19 brand new tools, devices, jigs yourself, 
"Select a lathe (from all sizes and prices), 
"Create spectacular decorative turned projects, 
“Adapt specific new techniques to unique projects! 
256 photos and 72 drawings help you complete pro- 
jects ranging from bowls and jars to lamps and stools! 
Even the author's own original techniques on faceplate 
turning, ornamental plugs, rough hollowing and 
more — explained here for the first time—are included 
in this inspiring book dedicated to the finest in wood- 
turning designs. 

168pp. 772 x 10. Paperback $10.95 


SAINSBURY’S WOODTURNING 
PROJECTS FOR DINING 


By John Sainsbury. Over 40 projects—including 
goblets, salad bowls, utensils and a coffee grinder— 
over 300 step-by-step photographs enriched by easy- 
to-follow instructions on proper lathe speed, tools, 
finish and more ад up to a book for both novice and 
experienced woodturners looking for exciting ways to 
enhance any culinary experience! First time in paper- 
back! 160pp. 8 x 10. Paperback $9.95 


STERLING PUBLISHING CO., INC. 25 Whitman Road, Morgan- 
ville, NJ 07751 Dept. WJ5 

My check/money order is enclosed for $. plus $1.00 
postage and handling. Order both books and we'll ship freight 
ree 


WOODTURNING TECHNIQUES $10.95 
SAINSBURYS WOODTURNING PROJECTS $9.95 


City State Zip 


The New Improved Model 4600 Quartz 
Pendulum Movement, is NOW available 
at the lowest Price Anywhere. Fach Unit 
is Factory Pt ted. Three Shaft 
Lenghts. 7 Pendulum lengths 87 
to 207 Please Specify 
1-2 pes. $11.95 ca 
3-9 pes. $10.95 са 
10-24 pes. $8.95 ca. 
25-49 pes. $7.95 са 
50-100 pcs. $6.95 са | 


Clocksmith 


Powertool specialists since 1934 


И rns inc. SUPPLIES LIMITED 

Do Your Best Work - Use The Ultimate In Power Tools 
WOODWORKERS NEW! в. Bosch 13⁄4 H.P. NEW! Bosch 1 Н.Р. 
МЕМ/ "9 Router = Router 


Model #1601 


MASS PRODUCTION | ч Е 


collet capacity. 790 watts. 
1150 watts. х 


Use MASS PRODUCTION techniques to produce 10 to 20 É y List 179" : List "135°" 
times the amount of wooden items that hand methods can < x 
produce. You can start your own business, or expand a "^um $1 197? "mn 39577 
present business, that will lead you to financial independ- Both Bosch Hess h kand i 
ence. We have a complete program of mass production а Post, accurate depth adjustment by ie pane 
techniques including plans for jigs and fixtures, and com- - = 
plete photographic procedures that illustrate each step of NEW'Black & Decker Palm Grip cel pape pss] otun 
production., We have selected a variety of pre-tested, fast Sander FRI у Write us today. 
selling wooden products and developed mass production in: * = 
techniques that сап be used with each. Use ordinary shop Model ane omen Bosch Orbital Action/ 
tools and scrap materials to build your own production : orbits/minute. Converts mom Variable Speed 
aids. No investment is needed. No experience is required. quickly to dustextractor Jig Saws 
This system has been successfully used in private industry J MENGE Dust Bag; 0 
for over 5 years, It is available to the public for the very List *73** PRICE 349" i teen УВЫ 
+ A 1 $^ -position orbit 
first time ever. Now you can compete with the ''big boys 1000-3000 SP M 
by producing more in less time and offer a competitive Bosch y» “ ; Model #1580VS 
selling price. The best part of our method is our price. It is : 8 Barrel grip with rotating 
really too reasonable. Send for free brochure which gives Variable б handle. Speen o Sum 
complete details. Do it now. Don't let your time and talents Speed = 


go to waste, While you are thinking about it, your compet- Reversible Drill youn List "219" PE $1 357? 


OMS Mah money» Model #1158VSR 97 Plus, you get 3 blades, anti-splintering 
0.2100 RPM __List *82°° device, and screwdriver with each jig saw 


РО BOX 1121, DEPT Wa 3 Ordernow 1-800-341-2200 
HENDERSONVILLE, TN 37075 TOLL FREE (in Mass. 1-617-675-0382) 
We pay shipping and you get an unconditional 30-day money-back guarantee on your order. 
Pay by VISA, MC, check or Money order. 


BURNS, INC.Dept. 4073,165 Rodman St., Fall River, MA 02721 Members:D.M.M.A. 


BRIDGEWOOD 13” x 6” BRIDGEWOOD 18” x 6” BRIDGEWOOD 20” x 6” 
Model 1300 Combination surfacing & profile planer Model SHG200A 


E s <>, Model SPS18A 
1995 | EES Mode ds 
Free Freight бреет sig $2995 


Free Freight Free Freight 


e Cast iron construction @ EY Я " j к 4 
3 HP 1 PH motor w18: O И ® * Chain drive 


* Semented & serrated N • 6" x 6^ profile auto feed 


infeed roller a8 * Automatic feed 
c ў > i 
* Stock return rollers 7 1l. A * 3 HP 1 PH motor Е Саан Сопаце од 
• 3 Knife cutterhead * With molding 
^ * 3 HP 1 PH motor 
* Automatic stock feed 1 capability i м Е а 
E 
E 
E 


* Knife setting device i 1 * Cast iron Dual pulleys & belts 


792 105. ship wt. * 1000 Ibs. 
и ey Sm * Segmented & serrated Cast iron chippers 
Send $1.00 for new Illustrated Machinery Catalog infeed roller 1012 Ibs. ship wt. 


any of 
BRIDGEWOOD 20” x7” those BRIDGEWOOD 24” x 8” 


machines These fine planers are heavy duty cast iron 
machines. To do heavy work and/or fine 
Model SNS506A pis 2109 woodworking, one needs a heavy machine. То 
3695 4395 dampen vibrations and assure a solid long 
Free Freight Free Freight lasting planer, liberal use of cast iron is a 
Cast iron construction Must. The BRIDGEWOOD planers are just this 
Automatic stock feed уре of heavy, solid machine and all models 
5 HP 1 PH motor have segmented powered infeed rollers. 


Rollers — 4 pcs 
pte Larger Showroom 
Feeds 300 in/min. More Machinery 


WE HAVE MOVED! 
s 
4695 Also available: 
Free Freight Our 12" x 72" Long Bed Jointer 


with 5 HP motor with 2 HP motor — NOW $1895 
with magnetic control Free freight to 48 states 


wx; WILKE MACHINERY CO. ma 


Exit 11 • |-83 • 120 Derry Ct. e RD #5 e York, PA 17402 e 717-846-2800 


Cast iron construction 
Automatic stock feed 
5 HP 1 PH motor 
Magnetic switch 
Enclosed frame 

Dual pulleys & belts 
Segmented & serrat- 
ed infeed roller 

Cast iron chippers 

* 1166 Ibs. ship wt. 
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Fine Hardwoods: 
kiln dried '4" to 4" thick 
ash, basswood, birch 
cherry, mahoganies 
maple, red and white oak 
poplar, teak, walnut 
Pine: 


eastern, sugar, ponderosa 


for brochure and stock list mail $1.00 


LEONARD LUMBER CO. 
P.O. Box 2396, Branford, CT. 06405 
Warehouse: Wallingford, CT. 
Tel. 203-269-2626 
Dealership programs offered 


Discover a new world of satisfaction and 
creativity with your bandsaw making 
small, unique bandsaw boxes for fun and 
profit. This unpublicized, little-known 
technique is guaranteed to delight you as 
you easily turn common inexpensive 
lumber and scraps into valuable utility 
boxes for home and office. High demand 
in gift shops, stationery stores and craft 
fairs. Fully illustrated instruction booklet 
of 15 original and profitable designs. Sat- 
isfaction absolutely guaranteed. Send 
$10.00 to: BOX-ART, Dept. J, Box 125, 
Clarendon Hills, IL 60514. 


IMPORTED GERMAN 


WOOD 


12.РІЕСЕ BOXED SET 


$102"... 


TOP QUALITY! HIGHLY POLISHED 
BLADES OF 3%" TO 458" 
DEPENDING ON 
WIDTH & FORM OF TOOL 
Quality carving demands quality tools, and these 
drop-forged german steel tools are the finest available in 

the United States. 

SEND FOR OUR FREE 24-PAGE CATALOG 
In it you'll find thousands of unusual and hard-to-find 
chisels, gouges, parting tools, etc.-all hardened and 
tempered to hold a keen edge and give a lifetime of 
service. Write for your copy today 
LIBERAL DISCOUNTS TO SCHOOLS AND DEALERS. 
FRANK MITTERMEIER, INC. 
IMPORTERS OF FINE TOOLS SINCE 1936 
Dept. WJ-7 3577 E. Tremont Avenue 
Bronx, New York 10465 


CUT PERFECT CIRCLES 
(without pivot hole) 


As 
with TABLE, RADIAL ARM or BAND SAW 


New, improved device locks in miter groove 
or clamps to wood table. Cut circles from З to 


48 inches in diameter from any thickness 
wood or plastic. "Circ-L-Cut" is $12.95 plus 
$1.25 shipping and handling. Illustrated 
instructions included. Money-back 
guarantee. НЕРР INDUSTRIES, INC. 

(Dept. WJ7) Box A154, Wantagh, N.Y. 11793 


A PERFECT GIFT! 


Г VALUABLE 
CRAFT TOOL! 


A 
BEAUTIFUL 
WOOD- 
WORKING 
PROJECT! 


BAND LOOM 


A beautifully efficient, compact band loom. 
Weaves bands yards long for vests, belts, bags, 
camera straps, etc. 

$5.00 to Touchstone Designs, Gardenton MB, ROA 
ОМО for detailed plans and threading instruction. 
Add $2.00 for Band Pattern Booklet! (Inquire ab- 
out our kits.) Manitoba Res. add 6% sales tax. 


MAKITA—HITACHI 
PORTER—CABLE 


Model List Sell 
B04510 "79: 47 ppd. 
1900B 139 87 ppd. 
11008 261 158 ppd. 
9924В 198 123 ppd. 
9401 273 170 ppd. 
36008 299 189 ppd. 
6010DW w/case 136 90 ppd. 
6510LVR 109 67 ppd. 


Most Makita, Hitachi, and Porter 
Cable power tools and stationary 


machines in stock at similar low prices. 

We also stock table saws, band saws. 
jointers, shapers, Freud, Everlast, Mar 
ples, Record, and much more. 

Call toll free for catologs and any 
technical or pricing information you 
may need. 


1-800-328-8152 
MN. dial 0-612-644-9622 


CAPITOL CARBIDE 
1397 SELBY AVENUE 
ST. PAUL, MN 55104 


Visa and Mastercard accepted 
Prices subject to change according to mar 
ket conditions. 


The" By-Lineé 
Branding 


GUARANTEED 


for Toys, Leather, 
Furniture, etc. 


| NOVA TOOL СО. 
| Р.О. Box 29341 Lincoln, NE 68529 
| 
1 


口 Enclosed is $1.00 (refunded with 
1 orden for brochure plus sample 
| brand. 


1 Name 


| street 


pov 


Eo zip 


LL. cll 


ROUTER BRACKET 


i 
TURN YOUR RADIAL SAW 
AND YOUR ROU 


PIN ROUTER! 


ONCE YOU'VE MADE YOUR 
ORIGINAL SET UP, IT'S... 


AS QUICK AND 
EASY AS ‘49 95 
CHANGING A 


SAW BLADE 
PLUS $6.00 POSTAGE & HANDLING 
TEXAS ADD $2.50 STATE SALES TAX 


e WELDED STEEL CONSTRUCTION 
e HOLDS ANY MAKE ROUTER 
TO 4%" DIAMETER 
* DOES ANYTHING ANY PIN 
ROUTER CAN DO 
e 30 DAY MONEY BACK GUARANTEE 
SEND CHECK OR MONEY ORDER TO: 
JOE NORTH PIN ROUTER BRACKET 
Р.О.ВОХ 1348A* SAN ANGELO, TX. 76902 
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The most complete, 
knowledgeable, 
fact-filled reference 
ever published for 
woodworkers! 


THE 
WOODWORKERS 
REFERENCE GUIDE 
AND SOURCEBOOK 


JOHN L. FEIRER 


Author of the classic 
Cabinetmaking and Millwork 


Fully illustrated, packed with 
answers, ideas, and sources...The 
Woodworker's Reference Guide and 
Sourcebook is a lifetime compendium 
for the professional or hobbyist...an 
essential companion to how-to books. 
Includes... 


© Wood characteristics, identification 
and standards 

ө 7 illustrated glossaries 

e Annotated listings of books, 
journals, catalogs 

* Guide to woodworking plans 
and kits 

ө Supply sources, manufacturers 
and associations 

© Research centers 

€ Furniture collections 

* Educational programs and 
materials 

* Much, much more! 
(Listings include Canadian sources) 


160 drawings and photographs 
368 pages. $35.00 


perback! 
EARLY AMERICAN, ook 


Now in ра! 


А! 
FURNITURE-MAKING Р ап Magazine 
py the statt of The Family Perkins tor making 
долоћон dition” 
Complete, easy oons. welcome ates ‘Monthly. 


rodi 
elegant rep! Апа 


photos and drawings: $9.95, ра 


Charles Scribner's Sons 
597 Fifth Avenue, Dept. WJ 
New York, N.Y. 10017 

Please send me Г] The Woodworker's 
Reference Guide and Sourcebook 
($35.00) Г] Early American Furniture- 
Making Handbook ($9.95) for which | 
enclose check plus $1.50 postage and 
handling for each book. OR charge my 
VISA Г] MasterCard 

American Express 

Card # —  Ехр. Date 
Signature 

Name 
Address 

City State Zip 


N.Y. and N.J. residents please add sales tax. 


FREE Tool 


Catalog 

Quality products 
begin with 
quality tools. 
Send for your free copy of Woodcraft's new 
colorful catalog. Fully illustrated with over 
3,500 tools, supplies, books, and more. 


Satisfaction Guaranteed. Write today for 
your FREE catalog. 


W@DCRAFT® 
Dept. WJ73 


41 Atlantic Avenue, Box 4000 
Woburn, Massachusetts 01888 


Over 70 Different 


N : 
HARDWEEDS 
From Afrormosia to Zebra 

Featuring 
Pacific Northwest Woods 
SITKA SPRUCE, OREGON MYRTLE 
ALASKA YELLOW CEDAR 
and other Northwest species. 


Send for price list 


Kaymar Wood Products, Inc. 
4603 35th S.W. Dept. WJ 
Seattle, WA 98126 
(206) 932-3584 


Doing business since 1947 


>. 
© First truly 
affordable 
tool of 

its kind! 


POWER-FEED 
PLANER/MOLDER/ JOINTER 


New low-cost power shop makes you money Saves you 
money! Outperforms them all! Quickly turns rough lumber 
into high-value finished stock. Molds all popular pat- 
terns any custom design. Planes or joints without 
changeover. Comes complete with 115/230V motor, stand, 
knives, full instructions...ready to use. 30-DAY FREE 
TRIAL! Easy terms. Send For Complete Facts! 


CALL TOLL-FREE 1(800)824-7888, Oper. 642 


FREE INFORMATION KIT 


T Woodmaster Tools. ne. T 
2849 Terrace, Dept. PS10 
Kansas City. МО 64108 —— 


7 YES! Please rush my FREE Information Kit and 
details on your 30-Day Free Trial Guarantee 


Name 
Address 
City 
tate Zip. 


作 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 


Bo me s so a am oo mo ao aa o ma s aall 


Letters (Cont d) 


good selection of accessories for model 
Ship builders, including scale figures. 
A copy of their current catalog is 
$2.00. 


Odds and Ends 


Do you know of a woodworking or 
carving club in the Hazleton (Luzerne 
County) Penn. area? 


Joseph F. Stoll 
15 Jackson Ave. 
West Hazleton, PA 18201 


Our list of woodworking clubs keeps 
growing, but we do not know of one in 
your area at this time. Perhaps one of 
our readers may know of one. 


The Marquetry Society of America, 
P.O. Box 224, Lindenhurst, NY 11757, 
will host a three day seminar-conven- 
tion at Concordia Teachers College in 
River Forest, Ill., July 15, 16, and 17. 
The seminar portion will run from 9:00 
a.m. to 5:00 p.m. on Saturday, July 
16th, with time out for lunch. Anyone 
wanting further details can contact me 
at the above address. 


Gene Weinberger 
Chairman 


I need a parts list and/or instruction 
manual for a 10 in. Walker-Turner 
table saw, model number 2220. 

Jerry Lehner 
9580 Frost Road 
Saginaw, MI 48603 


I have a Sears Craftsman 18 in. jig 
saw, model number 1030407. I'm in- 
terested in obtaining a maintenance 
manual and would appreciate hearing 
from a reader who has one. 

А. А. Black, Jr. 
P. O. Box 163 
Dora, AL 35062 


I'm attempting to locate an owner's 
manual and parts list for a Power- 
Kraft jig saw, model no. 25T6G2370A. 
This saw was made in Canada in 1952. 
Any information would be welcomed. 

Richard L. Roulet 
4142 North Elsie 
Davenport, Iowa 52806 
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РЕВЕЕСТ 
MITERS 


Glass-smooth cuts 
ANY WOOD: 
soft or hard 


ANY ANGLE: 
45° to 90° 


You'll wonder how you lived without it! 
WRITE OR CALL: 


POOTATUCK CORPORATION 


Box 24, Dept. WJ837, @ Windsor, VT 05089 @ (802) 674-5984 


Name 


Address 


City/State/Zip 


Marples Chisels 


We guarantee these are the same fine 
Marples bevel-edged bench chisels made 


famous by the Blue Chip trademark, 


now offered here with a straight-grained 


ash handle especially suited for hand 
paring, as well as light mallet work, 


Set of 4 
$19.95 POSTPAID 


TOLL FREE (800) 241-6748 
ORDERS ONLY 


ALL PRICES INCLUDE FREIGHT IN U.S. 


Record 
52E Vise 


$59.95 POSTPAID 


THE MOST AFFORDABLE 
PROFESSIONAL VISE. 
Quick release for instant 
set-up. Jaws toe-in slightly 
for certain grip. Larger sizes 
also available below. 
INQUIRE ABOUT OUR 
WORKBENCH TOPS. 


POSTPAID 
PRICE 


$59.95 
$99.50 
$99.50 


Jaw Clearance 
Opening Required Weight 
8" 13" 1915. 
13% 15%" 36 lbs. 
57 17" 38165. 


Jaw 
VISE Action Width 
52Е Yes V 
524D Yes 9" 
53E Yes 105" 


34^, SAY 34", and 1". 
An exceptional value. 


Tm 


=== 


ot 


A WOODWORKER'S 1 
BEST KEPT SECRET! ! 
WATCO 
Danish Oil 
WOOD FINISH 


You, too, can discover the modern 
adaptation of the finest of old- 


| 
| 
| 
| 
| 
r nest of old- | 
time hand-rubbed finishing by 1 
| 
І 
І 
[ 
| 
1 


using world-famous “Watco 
Danish Oil Wood Finish." 
Watco is the "original" Danish Oil 
used by woodworkers and do-it-yourself 
professionals for more than fifty years. 

What makes Watco so remarkable are the beautiful, natural 
results you can obtain easily, without all the tiring hours of 
hand-rubbing. 

In one easy application, Watco Danish Oil primes, seals, 
finishes, hardens, and protects wood...never needing 
refinishing or resanding, and requiring little maintenance. 

Watco Danish Oil Finish is available in Natural, and in Medi- | 


ит, Dark, and Black 


Walnut Shades. And Гела for your FREE How То Beautifully 1 
now, four newly add- | 


Finish Wood booklet and the name of your 
ed colors in Cherry, | nearest Watco distributor. 1 
Golden Oak, Fruit- | WATCO-DENNIS СОВР, 1756-22nd St. 1 


wood, and English ，Santa Monica, СА 90404, Dept. WJ73 
Oak allow “one-step | 

finishing" without * Name. TA 
pre-staining. 

Be sure it's Watco 8 = — A | 
Danish Oil Finish, | City = x 1 
the original, since 
1927, and still the | 21816 —Zip—— — | 

L best! 213/870-4781 J 
— — m = m m Gunn nuum uuum nuum uuum cuum 


и: . $44.50 Postpaid 


. $72.50 Postpaid 


РАВ 
$110 


Record 
BenchPlanes 


Р> ur TWO MOST POPULAR PLANES. 
A The choice of professionals. 047A" is 10%” 
4 long for smoothing, polishing, and finishing 
surfaces, 07 is 22" long for producing straighter 
edges, stronger joints, and smoother surfaces than any 
rotary planer. Cutting irons are 2-3/8" wide. 


04^ 


07 


WOOD NEWS. If you order from our ads or send 
$1.00 for our catalog, you will receive FREE a 
subscription to Wood News, which contains wood- 
working seminar information, tool analysis, and 
news of interest to all woodworkers. 


NOW'S THE TIME TO GO FOR QUALITY 
Offers are valid while current inventories 
last, or until Oct. 31, 1983. To order, send 

check, money order, or MC/Visa info to: 


highland hardware 


1034 М. Highland Ave., МЕ Dept. 40] 


Atlanta, СА 30306 (404) 872-4466 


CATALOG $1.00 (Free with order). 
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INDUSTRIAL RATING - ALL BALL BEARING CONSTRUCTION 


RYOBI n e: 
1580 6%" Power Planer 

10.5 amps 16,000 rpm 
№" max cut shipped in wooden box 


TER 
m Formica 
Router 
SALE $195. y 3.8 amps 
` ppd 29,000 rpm 
roller trimming 
extra blades $20. guide and 
Arip fence $19. straight guide 
į ? * assembly 


SALE $75. ppd 
Straight bit with 
RYOBI B-7200A bearing $10. 
4" x 24" Belt Sander 
1148 stm 8.7 amps RYOBI 
16.7 Ibs. with dust bag 3 HP Plunge Router 
22,000 rpm 13.3 amps 


LE Su 
collett 
2%" plunge 
capacity 


with guide holder, 
straight and 
roller guide 


SALE $169. ppd 4T 4 — SALE $169. 


Ideal for those jobs requiring 
der. ppd 


! B&D, Rockwell 
template adapter $3.10 


», RYOBI S-500 
^ 1/6 sheet 


Palm 
Sander 
12,000 orbit 
RYOBI SU-6200 


Sander - 1/2 sheet 
10,000 orbit 2.9 amps. 


TNT High rpm. large orbit sanders most used by relinishers 
and boatyards, where fast cutting action is required. 


each RYOBI tool purchased 


KINGSTOWN TOOL CORP. 


3530 Quaker Lane, North Kingstown, RI 02852 
order desk 1-800-852-9700 information 401-295-5472 


money order. C.O.D Visa/Master Card 


Tools available for same day shipment. 


MAKITA BO-4510 
Palm Sander 
12,000 orbit 1.8amps 4" x 4%" 
High rpm, small orbit sander most used on clear 


wood construction where slow cutting action and 
no swirls are required. 


SALE $46. ppd 


A.E.G. VS-260 Sander 


25,000 orbit 2.4 amps 4%” x 8%" 


Ultra high rpm, small orbit, minimum cutting action. 
Use after you have sanded with another sander first 
Produces the ultimate swirl free finish. 


SALE $123. ppd 


Also available with 
vacuum #VSS-260 
$143. ppd 


for FREE CATALOG - send two stamps with name and address. 
All portable tools shipped UPS in Continental US only 
Order desk open Monday through Friday 8 to 8 
Saturday 8 to 6 Sunday 11 to 1 
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Workshop Income 


by Paul W. Kellam 


Keep Track of Costs 
or You'll be Overtaxed 


When a cupboard you made is sold and money comes in, 
most likely you'll think in terms of having exchanged a cup- 
board for dollars. 

It would be more accurate to think of it not as a cupboard 
but as a top, a back, two sides, two shelves, two drawers 
and four legs. But that would disregard such things as cut- 
ting, sanding, fastening together, and finishing -- the artist- 
ry, skill and labor elements that have become part of the 
cupboard. It would also disregard such things as designing 
the piece, organizing the work and finding a customer -- 
more artistry, plus administration. And it would also disre- 
gard such hard-to-pin-down things as tools and shop ''con- 
sumed” in the process -- the overhead elements. 

What you have sold, actually, is value you have added to 
lumber by rearranging, reshaping and beautifying it. And 
what the customer has received is much more than wood, 
much more than merely a utilitarian device in which to store 
things. If that's all there were to it a stack of orange crates 
might do. 

The artistry is the best part. It's intangible but it's what 
multiplies the value of the wood. You've added a piece of 
yourself to every square inch. 

It's the value of the artistry that we've been concentrat- 
ing on in these columns in past issues. For that artistic val- 
ue added is the real value of the created piece and a value 
that many woodworkers -- unfortunately -- frequently un- 
derestimate. Indeed, as we've said, if you don't price your 
work high enough to capture all the hidden costs of produc- 
tion (overhead, investment, administration, etc.) in effect 
you are devaluing the artistry that you've put into the piece. 
ana that, after all, is the most precious asset you have to 
sell. 

If you don’t appreciate this, you should, for Uncle Sam 
does. He will let you write off the value of the wood and oth- 
er materials as business expense. He won't tax that. But he 
does want a piece of the action of the value you've added to 
it personally. 

You can even write off artistry you've paid others to add. 
Those are labor costs. Uncle has his ways of extracting his 
pound of flesh from them. (You help, of course, by deduc- 
ting taxes from your workers' pay). But you can't write off 
the value of your own contribution. And thanks to our sys- 
tem of graduated tax rates, the bigger your contribution is 
the bigger the share Uncle wants. 

АП of this is to emphasize that virtually every cost that 
goes into that cupboard, except for your personal contribu- 
tion, is tax deductible. That means that every cost not kept 
track of comes out of your talented hide, which makes for a 
sad state of affairs. It forces us to keep track of every nickel 
and dime of cost -- to keep books. I'd rather be working 
wood. But without good bookkeeping I'm sure to pay Uncle 
more than I owe. 

The Internal Revenue Service really isn’t interested in 
the time or skill you put in, measured in hours. All they care 
about is the difference between what the product cost you in 
dollars to make and what you sold it for, The difference is 
presumed to be your skill, your labor, and that’s what is 
taxed. So it makes sense to account for all the dollar costs 
you can. Two areas in which dollar costs often get over- 
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Over Bench (Framing Clamp) Position 


A DREAM COME TRUE... 


for Woodworkers 


and Handymen!! 


Just a flip 
of the jaws 
or a switch of 
the parts and 
you have a 
whole new 
clamping 
tool! 


2 turning 
centers for 
round stock. 


End Stop for 
unlimited 
clamping 
distance. 


EXCLUSIVE UE 
FEATURE т machined, 


Additional jaw fits on end stop, gives Cast of tough 


necessary support for large Complete aluminum 
workpieces. No other system has it! instructions alloy. Built 
included! to last. 


Like a whole workshop full of clamps and 
vises—all in one compact system! 


* Clamps any material—wood, metal, plastic, fiberglass. 

* Takes on any size from minute watches to full size doors 
and even larger...and everything in between. 

* Works in any position—above the bench, below the 
bench, on the left or right side, and even in the middle. 

* Puts a super hold on any shape—whether flat round, 
jointed, bulky or awkward. 

Use И for...*Sawing *Gluing *Planing “Routing “Nailing 

*Drilling *Filing *Grinding *Soldering...and much more. 


100% Guarantee of Satisfaction! 


Test Vunder Vise FREE of obligation to keep it. If you don't 
agree it’s the ideal system, send it back for a complete refund. 


A fraction of H 

what you'd pay SUSE $ 99 

for all the tools 

it replaces... a plus $4.90 shipping 
fraction of and handling 
what you'd pay 
for any other 
similar system! 


1. Indus! 


Shop and Compare. Anything comparable costs 
about twice as much. Büt you pet the same 
high quality plus the extra jaw! 


Order now and get 2 FREE GIFTS! Free Shop Apron valued 
at $4.99 plus a Surprise Free Gift...BOTH yours to keep, even 


if you return your Vise! 


™ Vunder is a trademark of D.R.1. Industries, Inc. 
©Copyright 1982 D.R.I. Industries, Inc. 


Slip-on 
protective pads. 


tries! & 
а 


Made in Taiwan 


Flip- 
Down 
Position 


Vunder Vise 
The most versatile 
vise system 
ever... at 
an unheard 
of low price! 


FULL 
FIVE YEAR 
WARRANTY! 


Complete details with 
purchase or write for 
advance free oi ie 
D.R.I. Indu 
Dept. WWJ-783 od 
Hampshire Ave. So., 
Bloomington, 
MN 55438 


INDUSTRIAL 
QUALITY 


Handle works from left side 
right side or middle of 
the bench. 


Moveable 


removable jaw y 


ть 
Stationary jaw. <4] mr 
Ehe 


Order Yours Now! Just fill in the attached Special E. 
Offer Coupon and send it with your check, money order, ~ 


company purchase order or credit card information. 

Or credit card customers can call our 24-hour 5 

800-228-5000 Ў; 

一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 一 二 二 臣下 


Toll-Free number: Q 
(in Nebraska, 800-642-8777). LEN 
SPECIAL OFFER COUPON 


Try it FREE of obligation to keep it! 
28561 If not totally satisfied, you can return your order MAG-70 
for a complete refund, including shipping and handling 
Make remittance payable and send to: 
0.8.1. Industries, Inc., Dept. WWJ-783 
11100 Hampshire Ave. So., Bloomington, MN 55438 


INDICATE Е 4 4 

= Vunder Vise(s) @ $49.99 plus $4.90 shipping 2 
ORDER How Many? ‘and handling each (00007201) 
CHECK 1 have enclosed my check or money order for the full amount. (MN residents add 
METHOD 6% sales tax.) 


OF 1 have enclosed my company purchase order (this card MUST accompany ALL 
PAYMENT purchase orders). 
Charge it to: |^ VISA |^ MasterCard | ^ American Express 
T Diners Club | ' Carte Blanche 


Card No Бр Date — / 
SIGNATURE X 
PLEASE Mr. (Need sign only if charging) 
PRINT Ме. E E 
NAME — Miss 
ADDRESS —— 
1 Street & № 
1 сту - == STATE zip = 


July/August 1983 


INTRODUCING 


THE FINEST HAND SANDER YOU WILL EVER USE 


HARDWOOD BLOCK 

TUNG OIL FINISH 

100% WOOL FELT PAD 

2%'х4 А“ SANDING SURFACE 

REPLACE SANDPAPER IN SECONDS 

GET FIVE PADS FROM A 
STANDARD 9"Х 1" SHEET 

@ HARDWOOD KNOB WITH METAL 

THREADED INSERT 


PORS 
WOODGSTRIOP 
Ро BOX 1803 
TUSTIN, CA. 92681 


Are your fingers worth $5 apiece? 


RIPSTRATE™ could save them! 


If you own a table or radial arm saw you know what that whirl- 
ing blade could do to your hands. RIPSTRATE™ guides the 
work tight against the fence and table while you push it 
through with a stick, with both hands away from the 7, 
blade. ALSO PREVENTS KICKBACKS. Requires no 
adjustment. RIPSTRATE™ is not just a safety de- 
vice. Professional shops use it because it gives 
straighter cuts and speeds the work. Money 
back guarantee. $54.50. Add $3.50 ship- 
ping. Check, Visa, M/C. Free brochure. 
Call or write: 

Fisher Hill Products 
3 Fisher Hill 
Fitzwilliam, NH 03447 
603 585 6883 Lt 


Lines QuaxTiTY AVAILABLE Мож 
AT THIS SPECIAL INTRODUCTORY PRICE 


$12.98... 


Puos euso ShippmeVhwupumG 
CALIF, RESIDENTS App G% TAX 


THE EXTRAORDINARY 
SCREWDRIVER 


This exciting product-THE SQUARE 
HEAD-is now available to fine wood de 
working craftsmen. Used by the finest 57 
furniture manufacturers, this screw- 

driver/screw with the unique snug fitting 

SQUARE HEAD makes the slot and 

Phillips heads obsolete. 

Featuring many outstanding characteristics: 

*Heattreated SQUARE HEADS: One handed screwing to reach difficult 
places • No slipping from screw head + Fastest system available + Maxi- 
mum torque possible • Eliminates gouged fingers and gouged wood + 
Essential for the serious woodworker's wood shop. Send for starter set 
of 3 drivers with matching screws. Price $8.50 plus $1.50 postage and 
handling includes complete list of available SQUARE HEAD products 
(add 5.5% in Ohio). Master Charge and VISA. 


ЈЕСТ INDUSTRIES 
P.O. Box 5264 


Poland, OH 44514 


BUILD THIS SET OF 
Е: MATCHING TABLES 


Easy to Follow Plans 
Detailed Instructions 
Buy Your Spindles or 


Make Your Own 


Plans $5.00 Each or 
Both for $9.00 


PEARSON'S WOODESIGN 


Ef 
#102 20x20x22H Box 9062, Hayward, WI 54843 
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looked are inventories and depreciation. 

You’d be surprised how many businessmen, by failing to 
keep meticulous account of every materials and overhead 
expenditure so as to be able to charge those to the business, 
wind up paying income tax on items of deductible cost. 

Income taxes apply whether your workshop income is a 
sideline or whether it’s the way you make a living. It’s more 
complicated -- but in a way more important -- to keep track 
of things when the business is a sideline than when it’s full- 
time. It’s more complicated because you have to apportion 
certain costs, like depreciation, supplies, and housing the 
shop into personal and business categories. You can deduct 
only the business portion. It’s more important to keep track 
of it all because workshop income added to employment in- 
come is likely to mean a higher tax bracket. So the more de- 
ductible costs you can wring out of the income the greater 
the taxes you save. 

Either way you slice it, good records are the key. You 
should get advice from an accountant, for there are many 
judgment calls to be made about how you keep your rec- 
ords, about how you value certain things (inventory, for ex- 
ample), and about how you depreciate capital items (tools 
that are not used up within one year, for example). 

The purpose of this discussion is not to bring you to con- 
clusions about those things or to tell you how to keep books. 
It is, rather, to suggest some of the implications and some 
of the questions that should be put to an accountant who 
can take all of the aspects of your business and other in- 
come into consideration. 

Whether you’re part-time or full-time, and assuming that 
your business is not incorporated, you’re required to file a 
Schedule C along with your personal Federal Form 1040 on 
April 15 of each year. It’s entitled “Profit (or Loss) From 
Business or Profession.” If you can show a loss you can de- 
duct that from other income and figure taxes due only on 
the net. If you show a profit you must add that to other in- 
come and figure taxes due on the total. It’s possible to have 
a small dollar profit but show a tax loss in a given year, but 
you have to show a taxable profit in two out of five years or 
Uncle won’t consider it a real business. 

In most states and localities that also impose personal in- 
come taxes you'll also have to file with (and pay) those tax- 
ing jurisdictions. 

Schedule C is not difficult. Indeed, it's a good guide on 
which to base a bookkeeping system. Just keep in mind, 
however, that it's designed to present a picture of taxable 
costs, not the real costs we've been talking about in an ear- 
lier column. 

If you don't have one already, by all means get a copy of a 
publication called “Тах Guide for Small Business," also 
known as Internal Revenue Service Publication 334. It’s 
free and available from The Internal Revenue Service, 
Washington, DC 20224. Your local IRS office may still have 
copies on hand reflecting the tax laws in effect for 1982. 

In general, Schedule C simply guides you through figur- 
ing the materials and labor costs assignable directly to 
goods sold. You deduct these costs from gross receipts. 
Then you subtract other costs not attributable directly to 
manufacture of specific items. What's left is net profit, and 
is taxable. That includes all the value added by your labor 
and your skill. It also includes any additional markup, or 
profit -- the return on what you have invested in the busi- 
ness. 

In essence, a workshop business is manufacturing. Even 
if you sell at retail you're not merely buying goods and sell- 
ing them. You're buying parts (lumber and hardware) and 
assembling them (after refashioning the lumber) into a 
manufactured product. So the first records that you must 
keep meticulously on the cost side are those that will enable 
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for the craftsman who seeks the ultimate in Woodworking Joinery 


INTRODUCING 


At last make precise 
friction - fitted joints. 
Create through and slid- 
ing dovetails, mortise, 
tenon, box joints and 
more... saving count- 
less hours with the 
satisfaction of fine crafts- 
manship. 


Don't wait. Send $1.00 
for our brochure. 


(STRONG ) TOOL DESIGN 


2045 Beatrice, Dept.WJ, Livonia, Michigan 48152 


Model 202 Model 303 Model 101 


MODEL 202 A suberb medium sized miter box, more than adequate 
for all furniture and frame work. The fine blade (18 ТР!) and smooth 
but snug guides give unusually good blade control to assure you of a 
precision cut every time. The table is precision machined, mounted 
on laminated wood base plate with rubber feet 

x Table length 18", Cutting width @ 90° 672", Depth 4%" 

x Auxiliary stop for lengths up to 26" x Five preset "Quick Lock" 
angle stops plus lockability at any angle from 45° — 90° 

x Shipping wt. 14% 16$. 

MODEL 303 Smaller version of the #202 utilizing the Nobex back saw. 
x Table length 1134", Cutting width @ 90° 2%", Depth 3” x Five 
preset ‘Quick Lock” angle stops plus lockability at any angle as the 
#202 x A precision tool throughout ж Shipping wt. 834 Ibs. 
MODEL 101 Bring the tool to the work. 

x Magnetic face plate with steel bearings ж Three preset angle 
stops plus calibrated scale and lockability at any angle from 

45? — 90? x Strong and lightweight x Shipping wt. 2% 105. 


Contact us for the miter boxes with the quality cut. 


NOBEX corporation 


2833 Leon Street, P.O. Box 538 
Muskegon, Michigan 49443 


Representatives wanted 


Telephone (616) 759-8631 


July/August 1983 


IS THE FIRST 


CONSIDERATION 

e Great projects for any 
skill level. 

e Pre-cut kits in walnut, 
cherry, oak. 

e Plans, hardware, flat 
lumber. 


e W. German movements 
with 36 month 
guarantee. 

e Widest selection of 
competitively priced 
quartz movements. 

e Solid brass dials. 

* Tools, books. 

* Finest solid brass 
hardware. 

* Customer service to 
help your project go 
smoothly. 


No matter what your clock- 
building needs, come to 
Mason & Sullivan first. 
We want you to be a 
great clockbuilder too. 


ZEE 


M 


Solid Drawn Brass Hinges 


Send $1 today for our 38 
page color catalogue with 
quartz movement section. 
Includes handsome clock kits, 
plus dials, movements, chimes, 
hardware, tools, books, and 
accessories. 


NAME 
ADDRESS 
CITY 

STATE 


Mason & Sullivan 


“Fine Clockmakers Since 1947” 
Dept. 3985, W. Yarmouth, Cape Cod, MA 02673 


M. 


E 
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| / чснометея» нзо 


ть cam 


Incl. Case, 
Batteries, 

and Pins for 

3e" and Thre” 
Measuring Depth, 
Size: 1"x 2%"x 5%" ^s ul 
MINI-LIGNO 6%, 7%, ... H30 à H60 4%-30%, 4%-60% 

m Accessories for moisture meter are now available to measure wood 
moisture and air humidity during air/kiln drying or seasoning and 
storage. Cables coming from teflonized depth-probes in the center 

of the stack can be connected to the moisture meter for consecutive readings at any time. 


New free brochures for moisture meters, electrodes and а! accessories! 


ignomat 14345 МЕ Morris Ct., Portland, OR 97230 
503/257-8957 


INFORMATION WOODTURNERS Rew, 


TWO-DAY, INTENSIVE WORKSHOPS. [SINCE 1976] MID-WEEKS AND WEEK-ENDS. 
Throughout the year. Two students per class. Sharpening and proper use of tools for cutting 
are emphasized for faceplate and centers turning. Hands-on practice in sharpening, 
turning, and finishing build skill and confidence. 
FIRST NEWSLETTER NOW AVAILABLE. Major topic is USE OF GREEN WOOD IN 
FACEPLATE TURNING. Also, an apprentice's first day and aids tothe woodturner as found 
in other professional turners' shops. 24 pages—$2.50 ppd. $7.00 for first 3 issues. 
BOTH LATHES WE USE AND SELL ARE OF THE FINEST QUALITY AND DESIGN 


MYFORD 3 UNION GRADUATE 一 For the turner who 
wants larger capacity and self-contained 
design. (lllust F. Pain. р. 6 and P. Child, p. 
21.) 6" center height. Lengths: 30", 42", or 
54". 6°x19'4" dia. outboard. From $2150 
complete, FOB Boston 


SEND 40€ IN STAMPS for all brochures, 
including WORKSHOP, Myford and Gradu. 
ate LATHES, SORBY turning tools, 6-IN-1 
larger diameter with long hand rest. CHUCK for all lathes, DOUBLE FACED 
*Motor and freight from Putney extra. TAPE (for screwless attachment of wood). 


RUSS ZIMMERMAN, RFD 3, BOX 59, PUTNEY, VERMONT 05346 


ML8B 36” $695* 
ML8C 42" $770* 
4" center height. 4%”х13” outboard; 


This new magazine from England is published by The British Guild 
of Master Craftsmen, an association of thousands of dedicated 
craftspeople all over the British Isles. One of the main aims of the 
association is to maintain and increas rds of excellence. 
and to spread the knowledge and experience of embers to others. - 
Through Woodworking Crafts you can hear of the skills and techniques of 
the Craftsmen, share their secrets, see how tk olve their problems. 
If YOU would like to increase your knowledge of Woodworking send 

for a FREE COMPLIMENTARY COPY and details of subscription. 


To: Woodworking Crafts Magazine 
Guild of Master Craftsman Publications Ltd, Parklands House 
Keymer Road, Burgess Hill, West Sussex, England 


Please send a complimentary copy and details of subscripton to: 
NAME 
STREET CITY 
STATE ZIP. 
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you to figure accurately what's called the ‘‘cost of goods 
sold and/or operations." 

This number, which you arrive at on Line 8 of Schedule 
C-1 of Schedule C, is deducted from gross receipts to arrive 
at gross profit. From gross profit, business deductions are 
subtracted to arrive at taxable net profit or loss. So the cost 
of goods sold is a crucial figure. 

The first line on Schedule C-1 of Schedule C is ‘‘Inventory 
at beginning of year.’’ That is simple enough, but don't for- 
get that it includes all kinds of inventory. In straight retail- 
ing there's only one kind -- finished goods waiting to be 
sold. In manufacturing you're likely to have three kinds of 
inventory -- raw materials (the lumber pile), work in prog- 
ress, and finished items that have not yet been sold. The 
IRS doesn't care about the kinds, but you do. You add them 
all together to get the figure for Line 1 of Schedule C-1 of 
Schedule C. 

If you deal only with the lumber pile you'll raise your cost 
of goods sold and avoid taxes that you should pay. That 
sounds great, but aside from the fact that it's against the 
law it will come back to haunt you the next year. Presuma- 
bly your business will have grown and your sales will have 
increased. Unfortunately, your cost of goods sold, relative- 
ly, will be lowered and your taxes will go up. You could well 
jump into the next tax bracket, or even two. 

You have to consider the part of the lumber pile that's cut 
up and waiting to be assembled (work in progress) and the 
part of the lumber pile that's been turned into cabinets and 
waiting to be sold as still part of the lumber pile. In general, 
unless you run a separate retail operation, you would value 
tinished goods and work in progress at the value of the ma- 
terials and paid-for labor (not your own) that is tied up in 
each item. That includes scrap that went into the stove. 

Once you arrive at gross profit you deduct other expenses 
such as advertising, bad debts, car and truck expenses, de- 
preciation, insurance, interest, legal and professional serv- 
ices, office supplies, rent, repairs, general supplies, taxes, 
travel and entertainment, and utilities. If you're a part-time 
business and use your shop for personal pleasure as well as 
to produce things for sale it gets somewhat complicated. 
You'll have to apportion such things as depreciation, inter- 
est, costs of housing the shop, and utilities between the per- 
sonal use and the business use. Only the business portion 
can be deducted on Schedule C. 

So how do you keep track of all this? Actually, it's not as 
difficult as it may seem. Since you have to report expenses 
on Schedule C it makes sense to keep track of them in the 
same form. 

One way would be to get a columnar pad and make head- 
ings for each Schedule C item that applies to you. Put each 
expenditure on a separate row and enter the amount in the 
appropriate column. You can total weekly, monthly, quar- 
terly or annually depending upon how many transactions 
you have. 

Another way, particularly if the operation is quite small, 
would be a series of envelopes or file folders, each labeled 
with a category of expense. You simply file bills into the ap- 
propriate folder or envelope category, noting on them the 
date paid and the check number. Then you total the accu- 
mulation periodically. 

Either way, it's essential that you have backup documen- 
tation for each expenditure. A receipted invoice or a check 
notation together with the cancelled check will do. 

It's easy to overlook small expenditures -- a box of screws 
oracan of glue -- in the day-to-day rush of things. But those 
small items do add up over the course of a year and they are 
worth keeping track of. Remember, any expenditure that 
you can't prove will ultimately show up in the figures as 
your woodworking skill. It may make you feel good to see a 
big number that represents your artistry. But don't forget 
that that's the number that will be taxed. Wy 
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You'll love building these profitable 


WOODEN TOY PLANS 
FOR TABLE, BAND, JIG, AND RADIAL SAWS 

Ten wonderfully full-size 

patterns easily made 

from common lumber, 

plus "How to Make 


Wheels with Table and 


Radial Saws.'' Model T, 
Fire Truck, Plane, Train, 
3 Animal Pull Toys, Boat 
Puzzle, PHONE, Toy 
Soldier. Send $6 today! 
(Catalog of plans $2, re- 
fundable with first order.) 
J. Lewman, Toymaker 
2918 Campbell Dept WJTM783 
Kansas City, Mo. 64109 


MONEY BAC BACK GUARANTEE! 


OCK COMPONENTS 


CLOCK MOVEMENTS, 
KITS, DIALS 


№? NEWPORT ENTERPRISES FEATURES 
№: BATTERY. PENDULUM. CHIME QUARTZ 


GRANDFATHER, WESTMINSTER, TRIPLE 
CHIME. KEY WINDS. BELL CHIMES. 
BIM-BAM. 400 DAY. WEATHER INSTRU- 
MENTS. MUSIC BOX MOVEMENTS 
CLOCK KITS. METAL. BEZEL. PAPER 
DIALS. CASE HARDWARE. BRASS & 
PLASTIC NUMBERS & MARKERS. 
HUNDREDS OF ITEMS. QUANTITY 
PRICES. SEND $200 FOR 75 PAGE 
CATALOG. REFUNDED ON $20 00 ORDER 


THE QUARTZ FITUP 


THE MINI QUARTZ 


Send To 
NEWPORT ENTERPRISES INC. 
2313 W. Burbank Blvd. 
Burbank. CA 91506 
(213) 845-0555 


Great airbrushin 
The Binks birds. 


The Raven and Wren will do just about anything an 
artist or craftsperson will want to do. And, do it easier. 

That's because they’re precision engineered for great performance. 
And because they’re made with the finest materials available. 


WOOD 
SCREW 


Speeial! 


W 


RD 
tooa Il | 


1,000 No. 8 x 1%’ 
FLAT HEAD WOOD SCREWS 


for Slotted Screwdriver 


$15.79 


for Phillips Screwdriver 


$15.99 


Catalog $1.00, FREE with Order 
Add $2.50 for Shipping. 


Send check or money order to: 


THE NUTTY CO., INC. 


Р.О. Box 473 Dept. WJ73 
Derby, CT 06418 


VISA & 
MASTERCHARGE 
Call (203) 


734-1604 


BAND SAW BLADES 
FINEST INDUSTRIAL QUALITY 
Carefully Welded To Your 
Exact Specifications 


WE GUARANTEE IT! 
WIDTHS TEETH — PRICEIINCH 
146" 24 and 32 $.09 
4/8" thru 3/4" 3 thru 32 $.05 
TO FIGURE PRICE: 
Inch Length x Price Per Inch + $1.85 Weld Charge 
MINIMUM ORDER: $10.00 
Add $2.50 for Shipping and Handling 
PROMPT DELIVERY 
SEND PAYMENT WITH ORDER OR WRITE 
FOR MORE INFORMATION TO: 
BUCKEYE SAW CO. 
P.O. Box 14794, Cinti., 


OH 45214 


g is for the birds à 


(We even made them to be serviced in the field, by you.) 
They're strong, versatile, and reliable... 


the only airbrushes you'll ever need. 


The double-action ANON 
The fn 


The Raven airbrush.. 
architects, and fine model builders. 

The Wren airbrush.. 
auto refinishers, and general industry. 
A great choice for your first airbrush. 


.for photo retouchers, artists, animators, 


.for hobbyists, background work, 


Binks is a registered trademark of Binks Manufacturing Company 


Hand Crafted Desk by Oregon Fine Jointery. 


TUNG OIL 
with 
URETHANE 
for greater 
durabi ity 


DEFT. 


Deft, Inc., Irvine, CA 92714. Alliance, OH 44601. 


Binks offers complete airbrush outfits, 

air compressors, oil and water traps, air 
regulators, hose, canned propellant, and more. 
For more information on our complete line, 
write for brochure А59-12. 


Binks Manufacturing Company 
9201 W. Belmont Ave., Franklin Park, IL 60131 


BINKS 
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“I was convinced that no other 
machine could match its 
quality or versatility.” 


The HEGNER Universal Precision Saw 
has, as the editor of WOODWOR S 
JOURNAL wrote, “propelled (its owners) 
into a new world of scroll sawing.” ; 

Both the Polymax-3™ and 
Multimax-2™ will let you 
saw the most intricate pat- 
terns accurately, quickly, 
without any relief cuts and 
without major sanding. 

A customer recently wrote: 
“After seeing your saw in 
action (at the '82 Chicago 
Excellence in Woodworking Show) Lwas convinced that no 


other machine could match its quality or versatility 

The Sport Auto shown at 
right was made from wood 
scraps and is just one example * 
for profit, or for both. 

When it comes to scroll 
sawing, there is only one name to look lor—HEGNER. 
And now, theexcellence of HEGNER design and manufac- 


of how HEGNER saws can 
ture surfaces again. We are proud to introduce the new 


be put to use for pleasure or 
39" HEGNER Woodturning Lathe. 


Simplicity, quality and precision are combined in this 
woodturning lathe to give you the results you expect from 
HEGNER tools. 

The HEGNER Lathe Ваза 15 3/4” swing. The 37” Dupli- 
cating Attachment available for the HEGNER Lathe is with- 
out match in terms of precision, quality, and ease of operation. 
It is mounted on the back of the lathe and allows you to 
duplicate from an original turning or from a template. 

Send for complete information today. 


О Please send me your free brochure on HEGNER saws and 
on the new HEGNER Woodworking, Lathe. 

O Also send me information on the world's finest. work- 
benches, made in Switzerland by LACHAPPELLE. 

О Lenclose $5.00 Please send me the pauern for the 10" Sport 
Auto shown in the photo above. 


Name: 


Address: 


City: State Zip 
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Restoring Antiques 


by John Olson 
Some Spraying Techniques 


It is very difficult to do a satisfactory job when using a 
brush to apply most modern clear finishes. From my point 
of view, brushing should be used only as a last resort. Prop- 
erly applied with a spray outfit, such problems as sags, 
runs, brush marks and the like are absent. 

The first step is to make sure your spray equipment is 
clean and operating properly. Check the tank and scrubber 
waste cocks for water and oil. Any of either in your final fin- 
ish can cause a lot of trouble. Avoid using any kind of sili- 
con lubricants on the gun or the compressor. Silicon com- 
pounds cause fish eyes that are very difficult to repair. 
Don't apply clear finishes at more than fifty pounds air 
pressure. Higher pressures are likely to cause ripples and 
make applying excess finish very easy. 

Try to arrange the work so that the surface being sprayed 
is horizontal or nearly horizontal. This position will elimi- 
nate sags and runs and allow the wet finish to level. If possi- 
ble, dismantle the piece to be sprayed. Finish each piece 
separately but at the same time as the others using the 
same material, mix, viscosity and air pressure. 

Temperature is also important. Most clear finishes be- 
come viscous at temperatures of less than 70 degrees. Vis- 
cous material will not flow and level. If it is absolutely nec- 
essary to spray at a lower temperature, the material being 
sprayed should be thinned until it vaporizes and comes out 
of the gun in an acceptable manner. However, highly 
thinned material has a tendency to dry to a duller than ac- 
ceptable sheen and to display an uneven splotchy appear- 
ance. It's better to wait until things warm up. 

When spraying a flat horizontal surface hold the gun 
about 8 to 18 inches from the work. It is necessary to experi- 
ment to find the best distance for a particular combination 
of gun and the material.Begin at the edge nearest you and 
spray with the grain. Work from right to left or left to right 
on the first stroke, whichever feels most natural. On the 
succeeding stroke return in the opposite direction covering 
the area just above the first. Overlap each stroke approxi- 
mately one third of the last strip. This overlapping is neces- 
sary to produce full coverage as the edge of the spray pat- 
tern feathers out and has little covering ability near the 
edge of the pattern. When carrying the gun along each 
stroke, hold it as near to right angles to surface being 
sprayed as possible. On horizontal surfaces this will be ap- 
proximately 45 degrees. 

It is important to maintain the same distance between the 
gun's nozzle and the surface being sprayed. Everyone has 
an initial tendency to swing the gun in an arc so that the be- 
ginning and end of each stroke finds the gun's nozzle fur- 
ther from the surface than it was when it passed the middle. 
Consequently more material is deposited in the middle than 
at the ends of the stroke, resulting in uneven coverage. 
When the edge of the surface is reached the stroke must be 
carried beyond this edge before the gun's trigger is re- 
leased. The reason for doing this is to prevent flooding the 
surface when stopping to come back again. Edges should be 
lightly and rapidly sprayed before the main surfaces are 
covered so as to prevent flooding the main surface. 

Vertical surfaces are best sprayed by beginning at the top 
and working downward. Slant the gun down so as not to 
splatter the sprayed surface above. Decorative carved 
edges, recessed panels and similar constructions should be 
sprayed rapidly and evenly with the gun pointing away from 
already sprayed surfaces. These edges will have already re- 
ceived some spray as the adjoining surfaces were covered. 
The object here is to touch up without flooding the already 
sprayed surfaces. NA 
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The One Blade that does it All! | 


R. SA 
Si 72: 


"This is the 


S ARE Р 
)L HOUSES 2 
DE A 


4 / 9 
... and does it better, longer and 
quieter than any othet blade! 


2 How much BETTER? The cuts are polished and flawless -- miter, crosscut or rip -- in 
, any Кіпа of wood, wood product or plastic laminates and acrylics. 
How much LONGER? Up to 4 times longer because the 60 teeth are exclusive 
49 “Forrest 400" carbide. 
How much QUIETER? Let's say it this мау... it's the blade that whispers wood apart! 
But -- YOU be the judge -- in your own shop! We guarantee this blade must cut for vou 
as it cuts for us. Send for our l6-page brochure -- and get ready for an amazing 


` 


experience 
| 
| 1 LITERATURE & PRICES: 
5 Write to Dept. MS23 IN A HURRY? Phone 
in N.J. 201-473-5236 Toll Free 800-526-7852 


FORREST MANUFACTURING COMPANY, INC., 250 DELAWANNA AVE., CLIFTON, N.J. 07014 
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MAKE 
TOYS 


Plans and kits for all types of 

wooden toys. Hardwood wheels, 

pegs, dowels, people, smoke- 

stacks, cams, balls, rope, etc. 
CATALOG $1.00 

Cherry Tree Toys, Belmont, OH 43718 614/484-1746 


w/ MOST UNIQUE CONCEPT 
IN WOODWORKING PLANS 
NEW INGENIOUS METHOD ENABLES YOU 
TO EASILY BUILD BEAUTIFUL FURNITURE 
— TO YOUR CUSTOM SIZES AND STYLE! 
= MACHINED PARTS AVAILABLE TO MAKE| 
00 YOUR OWN RAISED PANEL DOORS 
0000 2 Send $1.00 for Brochure 


. Мог hobby Custom Furniture Systems 
or profit. . . Dept ЈР 5901 Kline Ave. Reading, Po. 19606, 


< RAPID ACTING OR CONTINUOUS SCREW 
s MADE IN U.S.A. SINCE 1898 
2^ SEND FOR FREE BROCHURE 
P.0.B80X309, VILLAPARK,IL60181 。 (312)832-7678 
“FULL SIZE РАТТЕВМ$- 
Attractive new bird houses and feeders. Expert- 
ly designed to attract Wrens, Martins, Rob- 


ins, etc. Easily made. Full size patterns and 
directions. Only $6.00. Prepaid Ist class. 


MASTERCRAFT PLANS WEST, DEPT. 416w 
Р.0. Box 625, Redmond, WA 98052 


ATTENTION: 
FLORIDA WOODWORKERS 


We have Florida's largest 
selection of exotic and native 
hard and soft woods, table slabs, 


veneers, etc. for the professional 
and novice. Send SSAE for list 


HENEGAN’S WOOD SHED 


7760 Southern Blvd. (WJ), West Palm Beach, FL 33411 
Call (305) 793-1557 


WOODWORKERS 


Do-it-Yourself 
CATALOG 


SAVE VAST SUMS. Build, restore, re- 
finish anything of wood! Here's ev- 
erything you need. Fine woods, 
veneers, specialty tools, Cabinet 
hardware, period & modern. Pro fin- 
ishes. Cane. Lamp parts. Uphol. supplies. Picture moldings. 
Clock kits. 100's of plans. Instruction books. Thousands of 
hard-to-find woodworker products in big new catalog. Mail 
ad for Catalog & 20 identified beautiful Wood Samples. 


CONSTANTINE Est. 1812 
2044 Eastchester Road, Bronx, N.Y. 10461 
Here's $1. Send 104 page Woodworker Catalog only. 


口 $2 enclosed. Send Woodworker Catalog and 20 Wood 
Samples, $1.50 refunded on Ist Catalog order. 


Name 


Address 
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The Beginning Woodworker 
Dovetail Joints: Part One 
Cutting the Single Dovetail 


The dovetail joint has been consider- 
ed a hallmark of fine cabinetwork for 
centuries, and for good reason. In 
terms of strength and visual appeal it’s 
a superb joint. Unfortunately, many 
novice woodworkers look upon this 
joint, particularly in its multiple forms, 
as some sort of ultimate test of wood- 
working skill. Actually, most forms of 
the joint are no more difficult than the 
mortise and shouldered tenon joint. 

There are many variations of the 
dovetail joint; each of which is suited 
to a particular application. The sim- 
plest form is the single through dove- 
tail shown in Fig. 1. This is simple to 


SINGLE THRZUGH DOVETAIL 


make, and the much admired multiple 
version is more difficult only in the 
sense that it takes longer to execute 
and the chances for a bad cut are in- 
creased. 

Successful dovetailing, like all other 
joinery, is the result of practice. The 
best approach for the novice is to prac- 
tice cutting a few single dovetails with 
hand tools. Once the single version has 
been mastered, the multiple forms will 
seem much less formidable. 

Practice with both hard and soft 
woods. A few sessions will give you a 
feel for the work and the confidence to 
substitute these joints in projects 
where less efficient or attractive joints 
are shown in the plans. 

Starting with the basic through 
dovetail, we can see that it is a 
"'through"' joint because both parts go 
completely through each other. This 
joint is excellent for joining two narrow 
boards at right angles. It can be pulled 
apart in only one direction though the 
addition of glue makes the joint very 
secure. А locking dowel pin through 
both members guarantees that the 
joint will not pull apart, even if the 
glue fails. 

Before laying out this joint (or any 
other dovetail joint), several important 
preliminary steps must be taken. The 
joining boards must be dressed flat 
and square and they should also be 


sanded before joining. We must also 
decide on the proper amount of flair of 
the dovetail sides and half-pins and 
how to space them. The flair or angle 
of the dovetails has been determined 
through trial and error centuries ago. 
Too little angle lessens the security of 
the joint, while too great an angle in- 
vites breaking off of the sharp dove- 
tail corners. 

The most practical choice is an angle 
of about 80 degrees or, expressing it 
another way, a taper of 1 to 6. A bevel 
square can be used to mark the dove- 
tail angles and pin sides. Set the bevel 
square to 80 degrees with a protractor 
or to a 1 to 6 taper by marking perpen- 
dicular lines on a piece of scrap. The 
vertical line is divided into six equal 
parts (for our example, let's use inches 
as a unit) and the horizontal line is 
marked at a point one inch from the 
intersection of the lines (Fig. 2). 


SETTING BEVEL SUARE FR 


| 12 6 ANGLE (60 DEGREES) 


E. 


The bevel square is held against the 
edge of the scrap and the blade is set 
to intersect the points as shown. To 
save yourself the bother of going 
through this procedure for every proj- 
ect, it's helpful to make a simple tem- 
plate as shown in Fig. 3. 


SCRIBING PIN ANGLES 
WITH A TEMPLATE. 


Dealing as we are with a single 
dovetail, spacing isn’t much of a prob- 
lem but it is visually important when 
multiple dovetails are involved. Gener- 
ally, the dovetails should be at least 
three times wider than the pins; meas- 
uring the widest part of each. It’s al- 
ways best to avoid having the tails and 
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pins equal in size which results in an 
uninteresting machine-made look. 

There has always been some dispute 
as to which is best laid out and cut 
first, the dovetails or the pins. Each 
method has its merits and drawbacks 
but most craftsmen prefer to start with 
the pins. Some forms of the joint re- 
quire that the tails be cut first. 

Take the board that will have the 
half pins and give it identifying marks 
to remind you which is the face side. 
Begin by squaring a line (use a sharp, 
hard pencil) around the end of the pin 
board at a distance from the end equal 
to the thickness of the mating board 
plus about 1/64 inch extra (Fig. 4). 


THICKNESS OF MATING 
BOARD PLUS +" 


FIG. 4 
LAYING OoT PIN LENGTH 


This little extra length will insure that 
the pieces will go completely through 
each other. After assembly, the slight- 
ly protruding pins and dovetail can be 
cut flush. This is easier than having 
the pins and tails recessed which will 
require that the face sides of the 
boards be planed down, thus altering 
the finish dimensions. 


A. THE HALF PIN SPACING IS LAID PUT 
AND LINES ARE EXTENDED 12 THE 
BOARD END WITH A TRY SPUARE. 


Е. MARK THE PIN ANGLES ON THE. 
BOARD END WITH A BEVEL 
SPUARE. ZR TEMPLATE 


e 
Having decided on the size and 
spacing of the dovetail and two half 
pins, transfer these measurements to 
the face side of the pin board (Fig. 
SA). Using the try square, run these 
points to the end of the board. Next 
(continued on next page) 
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PUNCH TIN 


DO-IT-YOURSELF 
COMPLETE KIT 


* 4 pieces tin 11” x 14" (approx.) 
* Special steel hole punch 

+ Step-by-Step instructions 

• Patterns and ideas for use 


$17.50 сега; add $1.05 sales tax 


THE SOBYS 
P.O. Box 180 Dept. W 

Western Springs, IL 60558 

CUSTOM SIZES IN TIN AVAILABLE 

NEED COPPER? WRITE THE SOBYS 
PIE SAFE PLAN $5.00. Shaker-like| 
design. 60"h. Tin available for panels, 

The Sobys 


MASSPRODUCE THIS BEAUTIFUL 
CLOCK, TOY WHEELS. & MANY CRAFT 
SHOW ITEMS WITH YOUR ROUTER 

Simple Plans for 3 Router Jigs: CONTOUR 

DUPLICATOR, TOY WHEEL ЛС, & JOINTER 

GUIDE. Plus Full Size Drawings with detailed 

instructions for the SCHOOL CLOCK 

All 4 Plans: $4.00 -Reedy Woodworking 

1103 Royalton Dr., Vandalia, Ohio 45377. 


Notice to Subscribers 


Sometimes our mailing list is made avail- 
able to companies whose products or serv- 
ices may be of interest to you. АП offers are 
carefully screened by our staff and only 
names and addresses are supplied. 

As shopping by mail is often a conveni- 
ent way to do business, most people ap- 
reciate receiving these offers. Of course, 
if you would prefer not to receive mailings 

of this kind, just send us a note to that 
effect along with your most recent mailing 
label. 

Also, if you would like your name 
removed from as many mailing lists as 

ossible (other than The Woodworker’s 
ournal), write to: 


Mail Preference Service 
6 East 43rd Street 
New York, NY 10017 


HORTON BRASSES 
Nooks Hill Road P. O. Box 120 WJ 
Cromwell, CT 06416 (203) 635-4400 


HORTON BRASSES are authentic 
copies of 17th, 18th, 19th & early 
20th century pulls. 


В. 


Mfrs. of Cabinet & Furniture 
Hardware for Homes & Antiques. 


Send $2.00 for a Catalogue. 


Fm WOOD Patty 

= * TOY, FURNITURE, CRAFT & GAME 

Wheels ® Spindles • Balls e Knobs e Shaker pegs • And more! 
Since 1927! Send $1.00 for Catalog. 


nos № W@D PRODUCTS CO. 
P.O. Box 8246WJ, Northfield, IL 60093 e (312) 446-5200, 


Professional Furniture 
Restoration 


There is an appreciation, а true 
satisfaction from working with 
wood. We at Kwick Kleen have 
helped over 1,000 shop owners 
into this exciting profession. If 
you would like to join us, just 
give us a call or write for our 
catalog. 


For your catalog, send $1.00 
to: 


KWICK KLEEN 
INDUSTRIAL SOLVENTS 
Dept. 11 
P.O. Box 905 - Vincennes, IN 47591 


Coll Toll Free: 1-800-457-9144 
Indiona Collect: 1-812-882-3987. 


HIGH SPEED GRINDING FREE-HAND 
When grinding chisels or plane irons you 
tend to squeeze hard so as to not lose your 
position that may change the bevel. Now you 
have a tendency to bear hard against the 
wheel, causing the tool to overheat and burn. 


NEW 
CHISE 


washe 


Anyone can do it with this jig 


Perfect Hollow ground bevels on blades to 2 2" 
wide, aluminum cons't, brass screws, nylon 


Only 4% ozs $10.50 ppd.,ck. or m.o. only. 


P.O. Box 99 Quaker Hill, Conn. 06375 


HIGH SPEED GRINDING WITH RIMA JIG 
With this jig, the bottom lip holds the tool at 
the same bevel at all times. By using a light 
touch and sliding the jig from side to side 
you will find that the {001 will not overheat. It 
is not necessary to quench the tool in water 


IMPROVED MODEL NO. WJ3 
L SHARPENING MADE EASY 


Money back guarantee 
HANDY GRINDING TOOL 


rs and rubber no-slip clamp surfaces. 
RIMA MFG. CO. 


ON 


FREE! 

i VENEER CRAFT 
M CATALOG PLUS 
4 SIMPLIFIED 
INSTRUCTIONS 


з world's rarest veneers, pre-joined ve- | 
arboards, broad choice wood band and 
Illustrated in full color — at reason- 
arn how to create tifully ve- | 
neered furniture quickly, easil; Re-veneer old 
tables, chests, ts, clocks, with ease, Trans. | 
orm cracked and chipped veneered surfaces instant- | 
l y Illustrated catalog shows new contact cement | 
b ique that you learn fast. Send for FREE sim- 
instructions plus color catalog today. 
| MORGAN, Dept. bini 


CONCEALED HINGES FOR 
WOOD AND GLASS DOORS 
Largest Selection 
legular and Wide Opening 
ө 35mm and № -Воге 
STEREO AND KITCHEN CABINET HARDWARE 
SLIDES * CATCHES « SPECIALTY ITEMS 
MAIL ORDER ONLY — CATALOG $1.00 
ALLEN SPECIALTY HARDWARE 

Р.О. BOX 10833 PITTSBURGH, PA 15236 


Alphabets, and many тоге ¢ 
things. Just trace and saw out. Plus "Маке Money Jig 
Sawing”. Only $6.00 Prepaid 1st Class for this big 


packet: MASTERCRAFT PLANS WEST, Dept. 45W 
P.0. Box 625, Redmond, WA 98052 


Recane or re-rush heirloom chairs 

for yourself or for others as a 
profitable hobby —with our full line 
of materials & instruction books. 


Since 1934 America's largest 
selection of caning & basketry 
materials & supplies — 
Superior quality weaving cane 
& machine woven cane 

Flat, oval & round reeds 

Fibre & genuine rush 
Danish seat cord 
Raffia, rattan, seagrass 


Illustrated catalog 
with complete how- 
to-do-it informa- 
tion, prices, order 
form: $1 (refund- 
able with Ist order) 


CANE & BASKET SUPPLY CO. 


1283 S. Cochran, Dept М), Los Angeles, CA 90019 


NEW! s! 
24/2 IN. | 
3-SPEED A mum p 


BAND SAW |j 
30-DAY 


FREE TRIAL! Pea A 


J хам priced tor the home shop! Big 


handles lar, ос nple\ 
curs vertical vut n easy to 
темам valuable hardwoods. Ball bearing. construction 
All-steel welded frame. eliminates ction, Includes 
motor. stand. rip fence, scroll table. tull instructions, Send 


for complete facts today! 
Easy Terms! 


WOODMASTER TOOLS DEPT. SD7, 
2849 TERRACE, KANSAS CITY, MO 64108 
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Cabinetmakers’ 
Supplies 


Hardware Suppliers 


As a service to our readers, The Woodworker's 
Journal periodically lists sources of supply for vari- 
ous woodworking products. In this issue we are list- 
ing companies that specialize in mail-order sales of 
furniture hardware. While we don't have the room 
to mention all the products each company carries, 
we have tried to list at least some of them. 


Allen Specialty Hardware 

Р.О. Вох 10833 

Pittsburgh, РА 15236 

Catalog $1.00 

Stereo & kitchen cabinet hardware, slides, catches 
& specialty items 


Anglo-American Brass Co. 
9792, 4146 Mitzi Drive 

San Jose, CA 95157 

Catalog $1.00 

Reproduction brass hardware 


Ball and Ball 
463 West Lincoln Hwy 
Exton, РА 19341 

alog $5.00 (UPS) or $6 (Ist class) mini-catalog 
featuring specials from main catalog, free 
Reproduction hardware (Queen Anne, Chippendale, 
Hepplewhite, Victorian, Colonial) 


Carolina Craftsmen 

75 5. Avocado St. Dept. WJ 
Anaheim, СА 92805 
Catalog $2.00 
Reproduction brass hardware 


Horton Brasses 
Nooks Hill Rd. 
Cromwell, CT 06416 


production hardware (Queen Anne, Hepplewhite, 
Chippendale, Victorian, Colonial) 
Imported European Hardware 
295 South Arville 
s. NV 89103 


g 
Rustic & contemporary European hinges, locks, 
pulls, ete. 


Lee Valley Tools Antique Hardware 
2680 Queensview Drive 

Ottawa, Ontario, Canada K2B 8J9 
Catalog $1.00 

Antique hardware 


Paxton Hardware Со. 

7818 Bradshaw Rd 

Upper MD 21156 

) (3rd class) or $. (151 class) 
Reproduction hardware (Chippendale, Hepplewhite, 
Queen Anne, Spanish, Victorian), campaign hard- 
ware, ice box hardware, misc. hardware 


Period Furniture Hardware Со. 

P.O. Box 314 

Charles St. Station 

Boston. MA 02114 

Catalog $4.00 

Reproduction & decorative hardware 


The Renovator's Supply 

729 Northfield Rd 

Millers Falls, MA 01349 

Catalog $2.00 

Reproduction hardware, supplies, materials 


Ritter & Son Hardware 

Box 578 

Gualala, CA 95445 

Catalog $1.00 

Reproduction hardware, hathooks, ice box hardware 


The Wise Co. 
6503 St. CI. 


Reproduction hardware, campaign hardwa 
hooks. hinges, misc. & special hardware & antique 
restoration materials 


18th Century Hardware Co. 

131 East Third St. 

Derry, РА 15627 

Catalog $4.00 

Reproduction Victorian & Early American hardware 


pe 
Beginning Woodworker (cont'd) 


use your bevel square set to a 1 to 6 ta- 
per to mark the pin angles on the end 
grain (Fig. 5B). 

The next step is to make the two saw 
cuts establishing the angled sides of 
the pins. It’s easy to keep track of 
which is pin and which is waste with 
a single dovetail but it can get con- 
fusing with multiple dovetails so it’s 
best to get into the habit of marking 
the waste with an "X". 

Your task now is to make the two 
cuts as accurately as possible. Use a 
fine tooth backsaw with a handle simi- 
lar to a common panel saw. Other saws 
can be used but the type shown offers 
the most control. 

Clamp the pin board vertically in the 
vise with the face side towards you and 
lay the saw blade on the end grain on 
the waste side of, and grazing the an- 
gled pin line. Use your thumb as a 
guide for the blade. Tip the front of the 
blade down and with a very light 
stroke start a groove on the far corner 
of the board so the blade does not ob- 
scure the cutting line. When a shallow 
groove has been made, tip the blade 
down and towards you and continue 
cutting a groove across the end grain. 

Once you've cut the end grain at the 
proper angle, it's not difficult to con- 
tinue a vertical cut to the depth line. 
Fig. 6 shows the sequence of cuts. 


SHALLOW GROOVE 
ACROSS END GRAIN 


CONTINVE CUTTING: 
DOWN FRONT FACE. 
To DEPTH LINE. CUT 15 
COMPLETED WITH BLADE 

IN HORIZONTAL FRSITION 


FIG.6 


CUTTING THE HALF FANS 


The waste between the cuts is re- 
moved with a chisel and mallet. In this 
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сазе the waste piece is диНе wide so 


you will want to use a wide chisel for 
most of the work. 

Clamp the pin board to the bench 
face side down, and use a sharp knife 
to score the original pencil line at the 
base of the waste (don’t score across 
the pin bases). Take care to cut right 
on the line, then with the bevel of the 
blade down, use a chisel to make a 
V-cut into the line (Fig. 7 A&B). This 
prevents the grain from splintering out 
behind the line. 


А USEKNIFE E STRAIGHT EDSE. 
72 SCORE ALONG SCRIBED 
DEPTH UNE GETWEEN PINS 


ys LINE 


FIG. 7 


№ USE СНЕ Te CUT 
V-NOTCH 


Now lay the flat of the chisel against 
the back of the slight V-notch and tilt 
the handle slightly toward the board 
end. This slight angle of the blade will 
form an undercut which will insure 
that the joint pulls up tight (Fig. 8). 


CHISEL BLADE IS TIPPED 
SLCHTU T UNDERCUT 


FIG. 8 
l REMOVING WASTE. BETWEEN 
HALF PINS 


A few taps of the mallet are sufficient 
to start. The chisel is then brought 
around and placed flat side up against 
the end grain. A few light blows will 
lift the chips out (Fig. 9). 

This process is repeated until you’ve 
gone halfway through the thickness of 
the board. Then the board is flipped 
over, clamped and the process is re- 
peated on the other side, cutting first 
into the face in an undercut followed 
by cutting into the end grain. When 
finished, the base of the socket should 


(continued on next page) 
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Wood Toy Steam 
Train Pattern 
$6 ppd 


SS 


drawings and step-by-step 
instructions, 14” 
locomotive, plus tender, 
freight, flat bed, caboose, 
crane, passenger & gondola 
cars. Catalog showing 
largest selection of toy 
\patterns/ parts free with 
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CURLY & BIRD'S-EYE MAP 


* EXTRA WIDE/EXTRA THICK STOCK 
= TURNING SQUARES/BLOCKS 


* SPALTED LUMBER/BLOCKS 
* THIN STOCK 
= FLOORING/PANELING 


ЗЕ Tahoe City, CA 
[Я 95730-5459 


NATIVE AMERICAN 
HARDWOODS 


WALNUT, BUTTERNUT, CHERRY 


LE 


Most Other Domestic Woods 


= QUARTERSAWN/BOOKMATCHED LUMBER 


NO MINIMUM 
WHOLESALE & RETAIL 
Comprehensive Listing —$1 (Refundable) (716) 942-6631 


NATIVE AMERICAN HARDWOODS LTD. 
R1, W. VALLEY, N.Y. 14171 


Make it a makita 


гетто 
15% Planer 


$1199.00 Sleeveless DRUM SAND 


Free Delivery 
(limited supply) 
Full refund if not 

satisfied. 
Information $1.00 


USE ON: 


Drill Press 
Small Motor 
Lathe 
Combo-Tools - 


Radial Saw 
"A" Drill | 


of holding paper to drum. Twist 


sures long wear of paper 


1"x3" long. 


PO Box 721 
Elmhurst, IL 60126 


312/832-3803 
3°x4¥%" long 
2%"x6" long.. 
3"x6" long 


POOL TABLE PLANS 


BUILD YOUR OWN trom PLANS г KITS 
SAVE MONEY by building your own pool table. 
YOU supply the craftsmanship, we supply the 
plans and pool table parts. YOUR table can be 


FITTINGS AVAILABLE: 


MONEY BACK 
GUARANTEE 


Y2-20 В.Н. Thread except 


built with deep pockets ora ball return 


COMPLETE PLANS include drawings. instructions, 
specifications, etc. and information on prices of kits for 
the pool table parts (cushions, cloth, pockets, etc.) 
START TODAY! SEND $9.95 for plans (refunded on kit order). 
TIERCRAFT, Dept. Е, Вох 8151, Erie, Pa. 16505 


Send Check or Money Order 
SINGLEY SPECIALTY CO. INC. 
Р.О. Вох 5087-J Greensboro, N.C. 2741 


Ра, res 
add 6% 


ER 


NO PRE-MADE SLEEVES TO BUY 


ECONOMICAL- Simply cut sandpaper 
from standard size sheets. UNIQUE way 


of key 


tightens. SPONGE RUBBER backing in- 


Add $2.50 Per Order For Shipping 


"2" Bore with V2" or 14” adapter 


%"x3" 


Ув” Bore except %"x3" and 2x3” 
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LU e GE The 

M &l A Powerhouse 

1М1С21; XY Movement 
The M81A is а powerhouse clock movement! 
The continuous drive mechanism converts the 
battery's electrical energy more directly in an 
even flow of power which delivers five times as 
much torque as the step second movements. 


BY ANY STANDARD OF COMPARISON THIS 
IS THE SUPERLATIVE MOVEMENT. 


TWO CENTER POST SIZES—Order M81ALCP for slabs 
5/16" to 3%”. M81A for dials up to "4" thick. 


* Two Year Guarantee. * Movement size: 72x62x28mm 
(2-13/16х2-7/16х1/16"). 


Runs over a уеаг оп а stand- 


Second hand advances con 
tinuously * 


each 


* Accurate within one minute ard “C” cell, 2 years on alkaline. 
per year (59° to 779. * Surplus of torque for large 
d 6; wall clocks. 
* Operational Range: 14°F to 
122 ғ Quantity Price Each 
| 2= $ 25 1or2 $9.00 
* Slide switch for exact to the 2 3to9 $7.50 
second setting. @ e. 10 to 24 $5.75 


Prices include hands, nuts, and hangers. Add .25 each for second hands. Add $2.00 
per order for shipping to 48 states. Catalog 183 shows Quartz, Pendulum, and 

trike Movements, Hands, Dials, Numerals, etc. Cost—$1.50, or FREE on request 
with order for movements. 


mem iei ir oe oe umm аа ач i i e | 


Р.О. BOX 2347, DRAWER B 


C a $ 图 Ke ff Co CINCINNATI, OHIO 45201 
№ TEL: (513) 241-7075 
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RARE 


WOOD 


QUALITY MATERIALS FOR WOOD CRAFTSMEN 
3M ABRASIVES 


sheets-belts-discs 
NU-LIFE BELT CLEANERS 


TR WR OHIO WODDSHOP SPECIALITIES 


OWS P.O. BOX 207 DEPT. 401 
认 JACKSON, OHIO 45640. 


——————— 


Beginning Woodworker (cont'd) 


be slightly V-shaped. 

There will still be small amounts of 
waste remaining in the corners. These 
can be cleaned out with the chisel. If 
the inboard sides of the half pins are 
not perpendicular to the joint depth 
line, they should be pared down care- 


fully with the flat side of the chisel. 


EGG 


COLLECTING 


@ TOY PARTS 


WHEELS-PEGS-BALLS 
Send 25¢ - Catalog Wood Parts 
4013 Clay Ave. 
Suite A 
Fort Worth, TX 76117 
(817) 281-4447 


WOODWORKS 


HUNDREDS of 
TITLES available, 


LIFTING OUT WASTE. CHIPS 
BY WORKING FROM THE END 
send for free list: 1 


worlds largest 
selection 


BARK Service Co. 
PO.Box 637 
Troutman, NC 
28166 


The next step is cutting the dovetail 
on the end of the mating (dovetail) 
board. Again a depth line is scribed 
around the board a distance from the 
end equal to the thickness of the pin 
board plus 1/64 inch. The dovetail 
board is laid face down on the bench 
and the pin board is held in place on it 
as shown in Fig. 10 while a sharp pen- 
cil is used to scribe the shape o the 
pins on the dovetail board. Do your 
scribing from the inside corner of the 
joint so the pencil point will not be in- 
clined to run off with the grain. After 
the pins have been traced, use a try 
square to continue these lines across 
the end grain. Mark with an ''X"' those 
portions on each side of the dovetail 
that will be cut away. 


The new and fascinating way to 
possess exotic, rare and beautiful 
woods from the world's forests. 
Choose from over 92 woods to start 
your own affordable collection or give 
as a unique gift. Send for FREE color 
brochure. 


HOMECRAFT VENEER 


DOMESTIC AND IMPORTED 
VENEERS 


Over 140 varieties of Veneers. Complete Line of Tools 

for Veneering, Laminating and Marquetry.—Cements 

and Glues. Simplified Veneering Instructions and 

price list sent for $1.00. HOMECRAFT VENEER 
901 West Way; Latrobe, Pa. 15650 


FEDERAL INDUSTRI 


РО. Box 41099, Minneapolis, MN 55441 


CLOCKS 


The HM-20 Floating Balance Westminster 8- 
Day Key-Wind Movement from Hermle - ideal 
for installation in your new (or old) bracket, 
mantel or decorative clock. 


e Solid Brass and Steel Unit 
Chimes Every Quarter Hour 
Strikes Out the Hour 
Black Serpentine Hands Included 
Five Tuned Chime Rods Pu 
Chime Silencer DEPTH UNE 

e One Full Year Warranty 


Mounting space needed: 7" high x 7-1/2" wide 
x 3-1/4" deep. 


HM-20 Floating Balance Movement 
as low as $54.50 ea 


1-4 $59.95 ea. 5-9 $56.95 ea 
10-24 $54.50 ea 


The Elegant No. 8097 200mm Fleur-de-Lis Dial 
with raised brass scroll edges is an ideal ac- 
companiment for this superb movement. 


FIG. 12 

THE CUTTING UNES FoR 

DAVE TAILS ARE SCRIBED 
: TRACING ARZUND 
CALL TODAY B 
(414) 248-1150 Place the board in the vise with the 
back (scribed) side facing you and 
tilted so an angled line is vertical. The 
procedure for sawing is the same as 
described in the pin cutting operation. 
Once the groove is established in the 
end grain, the cut is continued down 
the side facing you to the depth line. 
When the cut is completed, reposition 
the board on an angle for the second 
Include $3.00 minimum cut. 


Ufer Delivery Charge The waste on each side of the dove- 
REPAIR OLD tail is removed by placing the board 
re horizontally in the vise and making a 
vertical cut on the waste side of the 


OR WRITE KL m C 
DEPT. WJ73 P.O. BOX 629 
LAKE GENEVA, WI 53147 
Huge Selection of Quartz and Mechanical 


Movements, Dials, Hands, Hardware, etc. to 
Meet All of Your Clock-Making Needs! 


8097 Fleur-de-Lis Dial 
1-4 $15.99 еа. 5-9 $15.50 ea 
10-24 $15.10 ea 


Include 75c for Ist Class Catalog Mailing 
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joint line (Fig. 11). Any small amount 
of wood left in the corner is removed 
with a chisel. 
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SAWING OFF WASTE ON 
EACH SIDE OF RevETAIL. 
L 


The joint should be ready for a trial 
fit. Use a protective block and mallet to 
tap the joint together. If it seems too 
tight, take it apart and pare a bit off 
the dovetail. When applying glue, 
spread a bit on the sides of the dove- 
tail. The bottom of the dovetail socket 
is end grain so glue spread there 
serves no useful purpose. Use a square 
to check the trueness of the joint be- 
fore the glue sets up. 

Usually, when making dovetail 
joints there are three other corners to 
contend with; then all joints are cut, 
glued and clamped up at the same 
time. After the glue cures, use a block 
plane set for a light skew cut to shave 
down the slightly protruding pins and 
dovetail. Plane in from the edge of the 
pins and tail to avoid splintering. A 
cabinet file or belt sander can also be 
used but care must be taken to avoid 
marring the board faces. 


Dover 
25- $4 oF 
THICKNESS 
PE ~ 
FIG. 12. 
SINGLE HALF BUND DOVETAIL | 


Fig. 12 shows another useful version 
of the single dovetail. In some furn- 
iture work it is preferable to conceal 
the end grain of the dovetail and in this 
situation, the half-blind single dove- 
tail fills the bill. It’s a good choice for 
joining rails to legs. 

Lay out the flared dovetail so that it 
extends 73 to % into the thickness of 
the member receiving it. The remain- 
ing web conceals the end grain of the 
dovetail. With this joint it’s better to 
lay out and cut the dovetail first and 


(continued on page 49) 
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Complete 
Plans 


FOR THIS FINE 
EUROPEAN 
CABINETMAKER’S 


WORKBENCH 


FOR ONLY $2.50 


e Detailed instructions, 
photos, and exploded view. 


ө Heavy, stable construction. 
ө Includes end vise and tail vise. 


© Work surface 75" long, 
1534" wide, and 2%" thick. 


ө Will last a lifetime. 


This featured plan, plus 9 
others, all in this best-selling 
back issue of 
The Woodworker's Journal. 


The Woodworker's Journal 
P.O. Box 1629 
New Milford, CT 06776 
Enclosed is $2.50. Please send 
me your Sept/Oct 1980 issue 
which contains the Workbench 
Plans. 


Name 


Address 


City. 
State Zip 


WOODWORKING MACHINES 


5 in 1 Combination 


WITH ELECTRIC MOTOR WHICH 
DEVELOPS 3 HP. 

• 34° LATHE 
»10'" TABLE SAW 
e 11%" DISC SANDER 
* 162" VERTICAL 

DRILL PRESS 
О HORIZONTAL 

DRILL PRESS 


VERY IMPORTANT * 
/ The only machine built with: 
« А. ALL CAST IRON TABLES. 
_ B.HEAVY DUTY DESIGN 
DEVELOPS 3 HP MOTOR 
D. BUILT AS AN INDUSTRIAL. 
MACHINE 


ONE PLACE FOR ALL YOUR NEEDS... 


CALL NOW!!! FOR FREE GIFT 
Toll Free (1-800) 421-2467 
IN CALIFORNIA CALL COLLECT (213) 549-0761 
O VISA | C MASTERCARD CJ MONEY ORDER 
PLANT: 

MASTER WOODCRAFT CO. 
800 SPRUCE LAKE DRIVE + Р.0. BOX 669 
HARBOR CITY, CA 90710 
(A Republic-Lagun Group) 

Dealership Available f] 
LEE 


CREATE AN HEIRLOOM 
vit TOY DESIGNS 


CATALOG of PATTERNS & TOYMARERS 
SUPPLIES $1.50(U.S.dollars) 


Not just any wine rack but a 
handsome piece of furniture. 
Get kits, assembled unfinished 
or finished pieces in oak, cherry 
or walnut. Plans available. For 
brochure, send $1.00 (refundable 
| with 1st purchase) to: W.W.E., 
P.O. Box 366, Antioch, IL 60002. 


HANDY FENCE STOP 


Anyone can make re- 
peated cuts to the 
same length with this 
time saving jig. Just 
set for the first cut 
and get exact lengths 
over and over 
HANDISTOP* fits 
all radial saws having 
а standard JA" fence 
Handcrafted of brass & 
hardwood 


Ls 


ORDER YOURS TODAY 
HANDISTOP* 
Rio Madera Woodworks 


$20.00 


post paid cad ек осто | 335 Cordova Rd. — Saite 151 


pases kia Seid Re NM з 


30 days 


TAT NO DES 267.097 
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THE ONLY 
"ORIGINAL" 
LATHE TOP 
WOOD 


TURNING 
DUPLICATORS 
SOLD WORLD 


T 


or PLEASURE. FLAT TEMPLATE DUPLICATION 


Make pro-like duplicate turnings easy and fast on 
most any lathe. Make money at home full or part 


time like thousands of others are doing. Make 
spindles, knobs, trays, round picture frames, 
lamp bases, ball bats, fishing rod handles, and 
much more. Design original turnings on flat tem- 
plates and make duplicates of same in any 
amount desired. Sell your products to stores, 
hobby shows, flea markets, church groups etc. 
The market is limitless. FREE literature. 


TURN-O-CARVE TOOL CO., P.O. Box 8315-WJ 
Tampa, Florida 33674. 


* WOOD TOY PARTS - PLANS 
x PROJECT PLANS T 


SAVE 25% ON 1ST ORDER. HURRY! 


| MORGAN WOOD, DEPT. W04M03 
| 1123 Bardstown, Rd., Louisville, Ky. 46204 


OAK CABINET DOORS 
SOLID OAK Frame & Oak Veneer inset. Carved Molding 
а Precision Millwork. Custom Finish Yourself. Versatile 
TV & Computer Cabinets; Kitchen Cabinets & 
/anities, or Replacement Doors оп Old Cabinets 
224^ KA" KW" $1695 28%" xO" x V" 51795 
$1795 28%" x 12%" x 4" $1895 
$1895 28%” x 1557x 1751995 
Thousands Sola —Satistachon Guaranteed — Rei 
For Full Relund st Not Satitied Send Check or 
(including $1 00/Door Shipping) То FAS WOOD PRODUCTS. 
1430 West County Road -C- Roseville, Minnesota 55113 


BARRISTER’S! LAWYER’S!! 
STACKING BOOKCASE!!! 


Whatever you call it.. 
you can build this 
beautiful bookcase 
with stacking shelves, 
each with its own 
glass door that lifts 
up and slides back, 


No special hardware 
required, 

Step-by-step plans— 
detailed illustrations. 


You have the tools, 
+ 1 (table saw and router) 
722—5 All you need is the 
plan!!! 


‘Order Plan 004 $14.00 


Send check or money order to: 


About Time Plans, Dept. WJ7-3 
7707 Aurora М. / Seattle, WA 98103 
Brochure $1.00 - refunded with order. 


ROCKING CHAIR Itrocks without 

rockers 
Folds for storage. 
Will support over 
240 lbs. Made of 
clear pine and sanded 
for finishing. Due to 
size, chair is sent 
unassembled. Only a 
screwdriver needed for 
assembly. All parts inc- 
luding pillow and seat 
are shipped UPS. 
Seat and pillow come in 
brown or blue denim. 
Specify color when ord- 
ering Chair Kit. 


Send check or money order for $32.95 
for chair kit or $4.00 for plans to: 
(In Canada: shipped to Ontario only) 


BENNETT WOOD PRODUCTS 
Rt. 8, Box 680 S, Pensacola, Florida 32506 
VISA or MASTERCARD WELCOME 
Include card number and expiration date. 
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Special Techniques 
Inlaid Edging 


I make a lot of small boxes with fancy 
veneers and prefer to inlay the edges 
with hardwood strips, both for protect- 
ion of vulnerable edges and to provide 
an interesting accent. Veneered edges 
can take very little sanding without 
cutting right through the veneer, but 
edging strips can be nicely rounded 
over if desired. 


FIG.1 


I use hardwoods such as maple to 
edge dark veneers and ebony which 
contrasts nicely with the light veneers. 
The edging stock is resawn into thin 
square strips slightly larger in section 
than the rabbets into which they are 
glued. My strips run from 3/16 to 3/8 
in. square to fit in rabbets from 1/8 to 
5/16 in. respectively. The size of 
the strip depends on the size of the 
box. 


After the box has been veneered, but 
before the lid is cut off, the edges are 
routed. I use a straight carbide bit and 
mount my router upside down in a vise 
with an edge guide on the base to 
serve as a fence (Fig. 1). A router table 
with a fence is excellent for this work. 
Some routers have finicky depth ad- 
justments so several trial cuts are 
usually necessary to arrive at the Vs x 
yes in. cut that I generally use for small 


Rout REMAINING HORIZONTAL, 
EDGES AND INSERT STRIPS. 
4 VERTICAL EDGES ARE LAST. 


= 


boxes. On larger boxes and cabinets, 
I've used edging strips from 1/4 to 
5/16 in. square. 


There are three sets of four edges for 
a total of twelve edges to be rabbeted. 
First, rout four horizontal edges. 
Whether the box forms a cube or rec- 
tangle, it doesn't matter which horiz- 
ontals you do first except that you can 
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only do four. Fig. 2A shows the front 
and back edges routed first. These 
must be inlaid and planed flush before 
the other four horizontal edges are 
routed (Fig. 2B). The four vertical 
edges are done last. 


©; 
Z 
<” А. А CUBE CAN BE CLAMPED 


ALONG A DIAGONAL. 


PAINT 


B. 2pPesime EDGES oF RECTANGLE 
CANNOT BE CLAMPED 


Inlaying box edges involves two prob- 
lems: one is bringing even clamping 
pressure to bear on the strips and the 
second is bringing the inlays flush with 
the veneered surface without damag- 
ing the veneer. 

To apply equal pressure to both sur- 
faces of a square inlay strip, clamping 
pressure must come along a diagonal 
that bisects two opposing edges. With 
а cube, clamping isn't really much of a 
problem. If the pressure is applied on 
a diagonal between the edges, the 
strips will be forced against both sur- 
faces of the rabbets (Fig. 3A). 

If a rectangular box is clamped this 
way, insufficient pressure will be ap- 
plied along one side of the strips and 
they will have a tendency to tip 
(Fig. 3B). 

Fig. 4 shows a simple method I use to 
clamp up cubes. Two 1 x 1 in. clamp- 
ing blocks are V-grooved to fit over two 
opposing edges. The clamping strips 
are slightly longer than the inlays. 
Glue is applied to the rabbets and the 
inlays (which should be slightly longer 
than the rabbets) are set in place. 
Strips of plastic wrap are laid over the 
edges to prevent squeezed out glue 
adhering to the clamping blocks, and a 
large handscrew is used to apply 
pressure. 

I usually use yellow glue which sets 
up in my warm shop in about two 
hours. The protruding inlay ends are 
sawed off flush and the sides are 
planed just short of flush with the box 
surface. The last tiny bit is taken down 
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with sandpaper and a stiff cork block. 
When planing, I use a small sharp 
block plane set for a very light cut and 


FIG.4 
CLAMPING ЗЕТОР FOR 
SQUARE Boxes 


I skew the plane so that a corner of the 
blade doesn’t catch the veneer. When 
the first four strips have been finished, 
the next four horizontals can be routed 
as shown in Fig. 2B, then inlaid. After 
the horizontals are inlaid and brought 
flush, the process is repeated with the 
vertical edges. 

Clamping inlaid strips on rectang- 
ular boxes requires a different ap- 
proach as the handscrew clamp can’t 
be used. Probably the easiest and most 
practical method is to use webbed belt 
clamps or masking tape wrapped 
around the box to clamp four parallel 
strips simultaneously. The belt clamps 
provide adequate pressure in the right 
directions but they require a lot of 
fussing and three or more clamps may 
be needed depending on how long the 
inlay strips are. 

Masking tape provides minimal 
pressure but if the strips fit the rabb- 
ets perfectly, this method will work. 
The tape strips should be wrapped 
tightly around the box at regular in- 
tervals no less than one inch apart. 
The belt clamp or tape method can be 
used with cubes but I prefer the secu- 
rity of the handscrew clamp. 

After all inlays have been applied 
and sanded down flush, I use sand- 
paper to round over the sharp corners. 
A generous rounding will make the 
boxes look better and be more inviting 
to touch. 

The two boxes in the photo are two 
examples of inlaid edging. The large 
box, measuring 3 x 6x 9 in., displays a 
central panel of maple burl. The 
remainder of the veneer is ebony and 
the edging strips are of maple. The 
small box is only 1% x 2 x 2% in. and 
is veneered with maple burl. The 
edges are inlaid with ebony. 


Paul Levine 


TOY PLANS 


Build these sturdy, detailed wooden toys 
selected from our full color catalog. 
Each plan $4.00 or send $1.00 for 


catalog, refunded on first order. 


Crane 
Plan No. 


Dump Truck 


om < > 
e | 
& 4 TOYCRAFT 
DA Dept. WJ-5 
Р i596 601 East Main Street 
Bx Waynesboro, PA 17268 


一 WRITE TODAY, SATISFACTION GUARANTEED— 


COMPLETE MECHANISM 


Build A Chair to Complement Wi ES 


Your Rolltop Desk — Or Re- 
place Your Old Mechanism. 
Replaces Most Sikes Flotilt 


BANK OF ENGLAND STYLE CHAIR 
PLANS а INFORMATION 
$10.00 ses 


VALLEY CREEK 
Mechanisms. woodworks 
PARTS AND QUANTITY TRADE Box 68 


DISCOUNTS AVAILABLE 


LAKELAND, ММ 55045 


MAN RES ADD SALES TAX 


VISA MASTERCHARGE OK 


KLAMP-KIT 
14” JAW LENGTH — JAWS OPEN TO 10” 


DO-IT-YOURSELF KIT INCLUDES 


*2 3$"-12 Acme threaded rods • 2 tension pins 

* 4 specially threaded pivot nuts 

* Easy to follow instructions for making and 
assembling the jaws and handles from your wood. 


ONLY $8.50 p» PER KIT 
or send $1.00 (refundable) for instruction brochure 
only. WI residents add sales tax. Kit available in 
CANADA; write for information 


THE ROCKLEDGE CO., INC. 


Box 56, Dept. J Milwaukee, WI 53201 


It's a Fact: 
All warp, shrinkage, and 
swelling in wood is caused 
by changes in moisture content. 
Isn't it time you stop 
guessing at moisture content ? 


MOISTURE METER KIT 


PLUS $3 SHIPPING 
SIMPLE ASSEMBLY 
NO ELECTRONIC KNOWLEDGE NECESSARY 
SEND SASE FOR DETAILS 


Jackson Wood Technology 
1616 Copital Ave, Madison, WI 53705 
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“ya se be 


Turned 
Lamp 


| 


This graceful turning makes an es- 
pecially nice lamp base. We used cher- 
ry, but maple or walnut will also look 
handsome. 

It's important that the stock be glued- 
up according to the three-step pro- 
cedure we've given. If it isn't, and the 
resulting mass is unbalanced, a great 
deal of vibration and shaking can 
occur as the stock turns. 

Begin by cutting parts A, B, and C 
to the dimensions shown in the bill of 
materials. Assemble as shown in Step 
One, keeping in mind that only parts A 
and B are glued together. Since the 
spacer (part C) must be removed after 
turning (to form a cord hole) it is not 
glued. Instead, it is given a heavy coat 
of wax to prevent the glue from stick- 
ing. The wax will also make it easier to 
remove the spacer. 

Clamp firmly and allow to dry thor- 
oughly. When dry, joint one of the 2% 
in. wide edges, then use the table saw 
to rip the same edge on the opposite 
side. This ripped edge is then jointed. 
Just keep in mind that after jointing 
the assembly should measure 2% in. 
by 3 in., and the spacer should be cen- 
tered. 
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Next, glue up parts D and E as shown 
in Step Two. Follow the procedure just 
described to joint the 2% in. wide 
edges. After jointing, parts C and D 
should measure 2% in. by 2% in. 

The two part D and E assemblies 
can now be glued to the part A, B, and 
C assembly. Clamp securely, keeping 
the bottom edges as near to flush as 
possible. To keep the face edges flush, 
use a pair of hardwood stickers as 
shown. Use C-clamps to hold in place. 
Be sure to wax the stickers to keep 
them from sticking to the stock. 

At this point, to insure a good, flat 
surface for the face plate, use the table 
saw to cross-cut the bottom end. Re- 
move only enough material to square 
the stock. 

Parts F and G can now be cut to size 
and assembled as shown in Step 
Three. Again use glue and clamps. It's 
important that all edges be flush, es- 
pecially the bottom where the face- 
plate will be attached. Use stickers as 
necessary to keep everything lined up. 

Locate the centerpoint of the bottom, 
then use a compass to scribe a circle 
equal to the diameter of your face- 
plate. (Ours was 6 in.). Use 1% in. 


screws to securely mount the faceplate 
to the base. 

Before attaching the stock to the 
lathe, it'S a good idea to break the 
edges to minimize tear-out. We used a 
drawknife but the bandsaw, table saw 
or spokeshave will also do the job. 

Next, mount the stock to the lathe 
using a dead center at the neck por- 
tion. The 16 in. length of stock allows 
3% in. extra at the top and 2 in. extra at 
the base. Set the lathe at its slowest 
speed (ours was about 400 R.P.M.), 
then use a small (1⁄4 in.) gouge to 
rough out the stock. А small gouge will 
keep tear-out to а minimum. Once 
rounded, а 1⁄2 in. or % in. gouge can 
be used to finish roughing out the 
stock. 

Next, determine the overall length of 
the lamp and use a parting tool to est- 
ablish this dimension. Working from 
the parting line at the base, reduce the 
waste stock to slightly more than the 
diameter of the faceplate. This step 
will allow you to undercut the bottom. 
Use а 2 in. round nose to scoop out 
the base approximately 3/16 in., leav- 
ing at least 1% in. stock diameter in- 
tact. 

Fine turning is done with a round 
nose tool and a lathe speed of 1000 to 
2500 R.P.M. Final sand, then remove 
from the lathe and cut off the remain- 
ing head and tail stock. Round the top 
of the neck with a file and sandpaper. 

With a length of steel rod, drive out 
the spacer (C). Before part H can be 
added, all traces of wax must be re- 
moved from the area where this block 
will be glued in place. To remove the 
wax, use acetone or lacquer thinner 
followed by a light sanding. Epoxy the 
glue block in place, then drill a % in. 
diameter hole as shown. 

А 3% in. length of threaded pipe (1) 
can now be epoxied to the glue block 
as shown. The lamp cord is then fed 
through the % in. lamp cord hole in 
the base and up through the neck and 
out the threaded pipe. The addition of 
the lamp hardware and a lamp shade 


completes the project. WY 
Bill of Materials 
(All Dimensions Actual) 

Part Description Size Мо. Req'd 
A  TurningStock ^ 1-/lóx3'4x16 2 
B - Turning Stock JA x MA x16 2 
C Spacer X x Y x16 1 
D  TurningStock 1-1/16х3х9 4 
E Y x3x9 2 
R 12х80 х9 2 
G 1-1/16x8%x9 2 
Н — Glue Block Vox x A 1 

1 ThreadedPipe “LLP. x3% 1 
J Brass Nut ALP. 2 
К Вгаѕѕ Tubing 14 0.D.x2 1 
L Check Ring 1% Dia. 1 
M Harp 1 
N Socket 1 
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"x34" COUNTERBORE 


CONCAVE BOTIOM 
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Carving a Least Sandpiper Decoy 


Editor's Note: This carving project 
is one of ten featured in the book 
Woodcarving Illustrated by Roger 
Schroeder and Paul McCarthy. In ad- 
dition to the projects, the book in- 
cludes a good basic section on materi- 
als and techniques for woodcarving. 
We've included the 12 steps necessary 
to make a handsome decoy. For those 
who would like to go further and com- 
plete a fully detailed least sandpiper 
carving (see photo on page 31) the 
book includes an additional 39 steps. 
Woodcarving Illustrated can be or- 
dered from your local bookstore or 
Stackpole Books, Cameron and Kelker 
Streets, Harrisburg, PA 17105. Price is 
$11.95, softcover. 


The least sandpiper is the smallest 
of the North American shorebirds. It is 
common throughout North America, 
seen along many beaches and mud 
flats. The grid patterns shown are 
scaled to make a life-size decoy. 

Except for step 6, which requires a 
half-round gouge, all carving is done 
with a jackknife. Though it is the most 
difficult to handle, the jackknife is the 
most versatile tool in woodcarving. It's 
good for getting into small areas and 
crevices that are almost impossible to 
reach with other tools. 

For people who carve birds, bass- 
wood is the choice. It is lightweight 
and very easy to work with carving 
tools. Because of its light color and 
grain tightness, paint will cover it eas- 
ily and uniformly. Editor's Note: Bass- 
wood can be purchased via mail-order 
from Constantine, 2050 Eastchester 
Rd., Bronx, NY 10401. 

There are some ninety species of 
pine growing in North America. We 
find some of it excellent for carving, 
particularly Eastern White Pine. It is 
soft enough to carve and solid enough 
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to hold together. Sugar pine should be 
avoided. It has a great deal of resin 
which will dull tools. Not only that, the 
sides of the tool will build up with res- 
in, making it nearly impossible to push 
the tool through the wood. 


STEP 1-A. CUTTING THE BODY 

Bandsaw side view first from 2-inch 
thick wood, then transfer top view out- 
line to wood and saw to shape. 


— 


SIDE VIEW 


STEP 2. ROUNDING THE BODY 

Evenly round the body by taking the 
corners off your preceding cuts and 
continue to carve away all sharp cor- 
ners until the wood feels round. Аз you 
round toward the tail make the end of 
the tail pointed. If this carving is done 
properly the body will be well rounded 
without any flat areas or saw marks as 
in Fig. 4. 


STEP 3. ROUNDING THE HEAD 
AND NECK 

Turn your bird around and hold 
body to carve away on breast. Carve at 
a 45 degree angle on both sides and re- 
move wood from breast all the way to 
the end of the beak (Fig. 5). Be careful 
for a change in the grain. If the wood 
starts splitting away from the beak, try 
carving toward you. Remove a small 45 
degree angle piece from the top of the 
head, continuing down to the end of 
the beak. Your beak should have an oc- 
tagonal shape at its extreme end. 


(\ 


STEP I-B. SHAPING THE BODY 

With a sharp jackknife, carve from 
the back of the head and neck at a 45 
degree angle toward the tail. Do this 
on both sides of the back (Fig. 1). Do 
the same cut from the breast to the tail 
on both sides. Front view (Fig. 2) 
shows the wood to be removed on the 4 
corners. This will leave the body sec- 
tion with an octagon shape. Removing 
the wood equally on 4 sides will allow 
more equal rounding in the next step. 
Fig. 3 shows you the results of this 
step. 


STEP 4. ROUNDING HEAD AND 
NECK CONCLUDED 

By carving away, round neck into 
breast (Fig. 6). By carving toward you, 
round the top of the head, down the 
neck, onto the back. Do not work on 
the beak area yet. The body, neck and 
breast should be evenly rounded and 
ready for sanding. 


STEP 5. ACCENTING THE 
SHOULDERS 
In the area where the neck comes in- 
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to the body, on both sides carve а соп- 
cave depression which narrows the 
neck and accents where the folded 
wings would be on the body. Continue 
around the back of the neck carving 
shallower than the side cuts (Fig. 7). 
Your neck shaping should look like 
Fig. 8. 


Fi6. & 
Concave 
ео 
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STEP 6. SHAPING THE BACK 

Using a small half-round gouge 
(Fig. 9) carve a groove at the base of 
both sides of the neck (Fig. 10). Carve 
a similar groove down the middle of 
the back making the depth less as you 
near the tail. This cut does not go all 
the way to the tip of the tail. Round 
over all edges formed by your gouge 
evenly with your jackknife. At the base 
of the neck there is a little hollow area. 
Carve down the back of the neck (Fig. 
11). Removing the bulk of the wood 
formed by your half-round at the inter- 
secting ‘Y’. This rounding will accent 
the bulk of the bird’s wings. 


STEP 7. 
POCKETS 

Carving with your jackknife, make a 
depression on both sides of the head 
(Fig. 12 and 13). This depression 
should be slightly concave (front view 
Fig. 13). You may have to use more of 
the knife point to make this cut. If you 
use too much of the wider part of the 
blade you will be unable to turn the 
knife to achieve this depression. 
Round over the top of the head and 
cheeks into this depression elimina- 
ting any sharp edges. 


MAKING THE EYE 


STEP 8. SHAPING THE NECK AND 
BEAK 

Carve down the back of the neck 
(Fig. 14A) from the top of the head and 


July/August 1983 


shape into the shoulder area, slightly 
concave around the base of the neck. 
This shaping will slightly narrow the 
neck from the body. Carve from the 
forward end of the eye depression 
down the beak at an angle (Fig. 14B) 
so when both sides are done the top of 
the beak will come to a sharp edge 
(Fig. 15). Do the same to the underside 
of the beak. Fig. 16 will show the end 
view of the beak. This dia- 
mond shape continues to the head. 


DIAMOND 


SHAPE 
FIG. 1G 


FRONT VIEW 
OF BEAK 


STEP 9. FINISHING THE BEAK AND 
EYES 

Round over the end of the beak (Fig. 
17) and bring the tip of the beak to a 
point. From the top view bring the 
beak to a point (Fig. 18). Mark in the 
location of the nostrils by using Fig. 17 
and 18 as a guide. Making sure your 
pencil marks are balanced, use the 
point of your jackknife to carve oppo- 
site elliptical cuts and remove wood 
from the nostril holes. Start by гетоу- 
ing a very small sliver and gradually 
widen this hole to its proper size (Fig. 
17A). Sand the beak, using your sand- 
paper to help shape the raised edges 
so they are straight. 

We will only make an impression for 
eyes for the decoy. (This step is option- 
al). To locate where to make eyes, use 
Fig. 17 and draw a line up the head 
from the corner of the upper and lower 
beak joint. The eyes are located in the 
middle of the nostril behind the beak 
lines. To make the eye depressions use 
a piece of 3/16-inch hollow tubing and 
push hard in eye location and it will de- 
press a round groove, forming the cir- 
cumference of the eye. 
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STEP 10. SANDING 

To complete the decoy, the entire 
piece must be sanded. Fold your sand- 
paper in thirds (Fig. 19) to fit the dif- 
ferent shapes and contours of the body 
(Fig. 19A). This method will enable 
you to remove ridges and depressions 
smoothly. Each carving you do may re- 
quire sanding and proper sanding will 
help you as a finish-shaping tool. This 
decoy should be smooth with no carv- 
ing marks left on it. 


FIG. 19A 


STEP 11. MOUNTING 

There are many ways to mount a de- 
coy. In this case we are using a cross 
section of natural wood 3 inches in di- 
ameter, about % inches thick. Drill a 
1⁄4 -inch hole in the center of the bottom 
of the body about %-inch deep. The 
angle drilled will determine the atti- 
tide of the decoy. Be sure when drill- 
ing that the hole isn't crooked side to 
side. Drill a %-inch hole in the center 
of your base. Cut 3 inches of %-inch 
dowel and glue bird to base. 


STEP 12. STAINING AND FINISH 

Now that your sandpiper is mount- 
ed, it's time to decide on its colors. 
Traditionally decoys were given a coat 
of stain and that's all. 

You can stain the entire piece one 
color, or stain the bird and dowel one 
color and the base another, or leave 
the base or bird natural. After stain- 
ing, wipe with a cloth to remove excess 
stain. Allow to dry overnight. There 
should be a few coats of finish sealer 
applied over the stain to make the 
carving easier to clean and dust. Try a 
satin or gloss polyurethane and apply 
at least 3 coats to the entire piece, 
sanding lightly with fine sandpaper 
between coats. Because of the shape of 
this piece you may have runs or drips 
in your finish. Be a little extra careful 
when applying your polyurethane by 
not brushing on too heavily your coats. 

WY 


Photo by Author 


The decoy can be further carved to 
create this fully detailed least sand- 
piper. The book ‘‘Woodcarving Illus- 
trated"' provides details. 
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Antique 
Sugar Chest 


In our part of the southern Appala- 
chian mountains one of the most 
prized antiques to own is a sugar 
chest. Sugar was a precious commodi- 
ty in the mountains well into the late 
19th century, and these chests provid- 
ed a method to store the sugar under 
lock and key. 

The sugar chest shown was made in 
Wilson County, Tennessee, in approx- 
imately 1870 by a local cabinetmaker 
and is a good example of a well-made 
sugar chest. 

The favorite wood was wild cherry 
with yellow poplar as а secondary 
wood although examples using walnut, 
yellow pine, and all poplar can be 
found. 

The top (N) is made with battens 


nnua @ 
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Part Description Size No. Req’ 
А Leg See Detail 
B Side Apron % x 6% x 16 (inc. tenons) 
C Back Apron % x 6% x 22 (inc. tenons) 
D Lower Drawer Support % x 2x 21% (inc. tenons) 
E Upper Drawer Support % x 2 x 224 (inc. dovetail) 1 
F Drawer Guide 1-:/16х 1% x 15% 
С Side A x 17A х17% 
H Front JA x17 x24 
І Back Tx TA x 234 
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(М) and edge molding (О & P) as 
shown. The battens serve to stiffen the 
top. Note the top has three mortises on 
each end. Only the middle one is 
glued, allowing the rest of the top to 
expand and contract with changes in 
humidity. Other details are the small 
maple diamond inlays (W & X) at the 
locks and the cockbeading around the 
drawer edges (V) and around the chest 
and frame joint (W). The inlays are 
made from 3/16 in. thick stock. A 
sharp chisel is used to cut a 3/16 in. 
deep mortise to receive the inlays. The 
keyhole is cut with a keyhole saw and 
small round file. Traditional drawer 
construction is used with a solid Ъеу- 
eled panel bottom. The drawer dove- 
tails repeat the fine pointed stopped 


Bill of Materials-All Dimensions Actual 


Part Description Size Part Description Size No. Req'd 
J Bottom У x 16% х22% 1 S. Drawer Back 2 x 5⁄4 x 20 1 
К Cleat See Detail 14 T Drawer Bottom a х 15 х 19% 1 
L Chest Cockbead See Detail As Req'd U Drawer Knob See Detail 2 
M Batten 3A x 24 x 18% 2 V DrawerCockbead See Detail As Req'd 
N Top % x 18/5 x 2174 (inc. tenons) 1 W Chest Inlay See Detail 1 
O Front & Side Molding See Detail As Req'd X Drawer Inlay Not Shown 1 
P Back Molding See Detail 1 Y Hinge Constantine No. 73A5 2 
Q Drawer Front 1x5%x20 1 Z Chest Lock 1 
R Drawer Side Ax S'Ax 15% 2 |ZZ Drawer Lock 1 
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dovetails of the upper chest. Simple 
turned knobs complete the drawer. 

Making the dovetails in the tradi- 
tional manner is very time consuming 
and difficult due to the number of pins 
along the four sides of a box this high. 
The answer is to develop a jig that will 
speed up the job, add accuracy, and 
still maintain the fine dimensions of 
the original dovetails. Such a jig can be 
developed using a router and a stand- 
ard % in. dovetail bit. Usually the 
router is used in a jig to cut both the 
pins and tails. But with this jig, the 
router cuts only the pins, and the tails 
must be cut by hand. In this type of 
stopped dovetail joint, the pins are 75 
per cent of the work. 

The jig consists of a template made 
of 3/16 in. thick laminated phenolic. 
Phenolic is an excellent material for a 
woodworking jig because it is tough, 
smooth, and machines well with car- 
bide tipped woodworking equipment. I 
obtain phenolic sheet material from a 
local plastic supply house which stocks 
it in various thicknesses and sheet 
sizes for use as electrical insulating 
material. 

Plexiglas® can also be used, just 
keep in mind that it will tend to heat 
and stick to the router bit, which can 
cause uneven cutting. Periodically, 
you'll need to stop and clean the bit 
with a sharp knife or single-edge razor 
blade. 

After securing the material, cut it to 
size. The template can be any length. I 
chose 18 in. because this is sufficient 
to make all dovetails for the chest in 
one setup. Larger templates could be 
made for larger cases. A 6 in. width 
gives enough room to clamp the tem- 
plate to the workpiece and also pro- 
vides overall rigidity. 

This template is made to use a 
standard Black and Decker % in. car- 
bide dovetail router bit; other bits 
could be used, but check their dimen- 
sions. The idea is to guide the router 
with the template and rout out the 
waste between the pins and form the 
pins at the same time. Our chest has 
pins % in. high on 1% in. centers so 
the fingers of the template should be 
spaced on 1% in. centers and made of 
a width such that the pins come almost 
to a point at a 1⁄2 in. depth. Using the 
router bit with a 7/16 in. outside diam- 
eter bushing guide in the router, the 
finger width comes out to be % in. 

In order to make the fingers more 
rigid they are made to tie into the tem- 
plate at both ends. Therefore, the tem- 
plate becomes a series of rectangular 
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To save time and insure accuracy, the 
dovetail pins are cut with a template. 


wt : 
With the pins cut, the mating piece is 
butted against pin ends. A sharp razor 
knife is then used to transfer the profile of 
each pin to the mating piece. 


A jig saw is used to cut just inside the 
scribed line. A small dovetail saw can 
also be used here. 


Waste material is removed with a mallet 
and small sharp chisel. 


д Lors у 
Finished joint, ready for glue-up. 
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openings routed out in the center of 
the phenolic sheet. 

To rout the series of openings I used 
the router with a 1⁄4 in. carbide straight 
bit and a box frame that allowed the 
router to move enough to cut a 1% in. 
by 2 in. opening (see jig below). This 
will leave a finger between the open- 
ings Vs in. in width. Two scraps of 
phenolic sheet were used under the 
frame and screwed into the base such 
that the template was a tight friction fit 
between them. A register mark was 
placed on one of the scrap pieces 
marking the exact center of the open- 
ing made by the frame. The frame was 
also screwed to the base. АП that re- 
mains to do now is to accurately scribe 
the centerline of the openings on the 
template, slip the template into the 
frame, align the register mark and the 
centerline mark, clamp the template to 
the base to make sure it does not 
move, insert the router, and make the 
rectangular opening. 

With the first opening cut, simply 
remove the clamp, index to the next 
centerline, reclamp, and rout. Contin- 
ue until the template openings are 
complete. It will be necessary to check 
your router base carefully and make 
the box frame to fit in order to cut 
properly sized openings. It's not a bad 
idea to make a trial run using a piece of 
plywood or hardboard before you cut 
your phenolic just to make sure your 
measurements are correct. 

To cut the dovetail pins, square and 
center the template on the chest side 
and clamp it in place. Keep in mind 
that the template guide causes the bit 


FOR_A ROUTER WITH A G" DIA. BASE: 
A= 734, B=73. A DIFFERENT, SIZE 


ВЕ CHANGED TO SUIT. 


Jig For Routing Cutouts in Template 


ROUTER. 
WILL REQUIRE. THAT "A" AND'B" DIMENSIONS: Ў 


to cut inside the template. The finish 
cut depth should be equal to the thick- 
ness of the attaching side. With the 
template in place it is a simple matter 
to cut the pins one at a time. A word of 
caution, be sure the router has stopped 
completely before moving from one 
pin opening to another, for you may 
cut and damage the template. After 
the pins are cut, it will be necessary to 
take a chisel and square up the round- 
ed corners at the back of the pins. 

The tails are laid out by aligning and 
clamping the side with the pins to its 
mating side. Transfer the pins by 
scribing with a small thin-bladed 
knife, such as an Exacto hobby knife. 
Take great care in this step and do 
your most accurate work. 

With the tails laid out, they can now 
be cut with a jig saw or small dovetail 
saw cutting just inside the scribed line. 
Because the pins are so small you must 
use a % in. chisel to remove the 
waste between the tails; go slowly and 
work from both sides to the center. 

To help with fitting the finished 
joint, bevel the inside of the tails 
slightly to allow the pins to start into 
place. Carefully fit the joint, trimming 
as necessary, for a tight fit. 

This same type of template with the 
fingers on closer centers can be used 
in drawer construction, and the width 
of the fingers can be varied to make 
wider pins. Applications are limited 
only by your imagination. 

If cherry or walnut is used, a good 
final finish is simply three coats of a 
good penetrating oil. If pine is used, 
stain to suit, then add the penetrating 
Oil. (continued on next page) 


Cross-Sectional View: 
Cutting Pins With Template 
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Records 
and Tapes 


by Steve Perkins 


Music buffs may want to take note of 
this project. It has two shelves for rec- 
ord albums and three drawers for tape 
cassettes. With each drawer divided 
into 16 rows, and each row holding 
four cassettes, there’s room for over 60 
cassettes in each drawer. 

Oak plywood was used for parts A, 
B, C, D, E, and H, while oak solid 
stock was used for all other parts. 

Begin by cutting enough edging 
stock (part F) to cover all four edges of 
the sides (parts A) and also the front 
edges of the top (part B), the upper 
shelf (part C), the lower shelf (part D), 
and the bottom (part E). It’s best to 
make the edging wider than neces- 
sary, so start with five-quarter stock (it 
actually measures 1-1/16 in. thick), 
which can later be trimmed to % in. A 
piece of stock about 4 in. wide and 43 
in. long will provide more than enough 
edging material for the project. 

Cut the two sides (A) to overall 
length and width, taking care to make 
sure the edges are square. Glue edg- 
ing strips to the top and bottom edge 
of each side and use bar or pipe clamps 
to secure until dry. The edging may 
have a tendency to slide when 
clamped, so before gluing it’s a good 
idea to drive two or three short brads 
in part A, then clip the heads off so 
that about 1/16 in. is exposed. Make 
sure however, that the brads along the 
bottom edge are located where they 
won't be hit when the rabbet is cut la- 
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ter on. When dry, remove clamps and 
trim the ends of the edging flush with 
the sides of part A. A block plane can 


. then be used to trim the 1-1/16 in. 


wide edging to make it flush with the 
34 in. thick side. Following this, the 
edging along the sides of part A can be 
applied and trimmed in the same man- 
ner. 

The % in. by % in. rabbet along the 
back edge of part A can best be cut on 
the table or radial-arm saw using a da- 
do head cutter, but repeated passes 
with a regular sawblade will also do 
the job. The same method can be used 
to cut the % x % rabbet along the bot- 
tom edge and the % x ?4 dado for the 
top (part B) and the lower shelf (part 
D). Note that the % x ?4 dado for the 
lower shelf (part C) does not run the 
entire width of the side. This joint, 
called a stopped dado, is best cut using 
a router guided by a straight length of 
scrap stock clamped to the side. The 
corners will be rounded at the point 
where the router stops, so use a sharp 
chisel to cut them square. 

The top (part B), upper shelf (part 
C), lower shelf (part D), and bottom 
(part E) can now be cut to overall 
length and width, again taking care to 
make sure the cuts are square. Note 
that each of these parts has an edging 
strip along the front edge only. Use the 
methods previously described to apply 
and trim the edging on all four parts. 
Following this, use the dado head cut- 


ter to make a % in. by % in. rabbet 
along the back edge of part E (see de- 
tail B). 

Cut the back rail (part G) to length 
and width, then use the dado head to 
make three cuts; a % x % rabbet on 
each end, a % x % rabbet along the 
bottom edge, and a % x % groove to 
accept part B (see detail D). 

The carcase (parts A through G) can 
now be assembled. Before starting 
though, give all parts a thorough sand- 
ing, finishing with 220 grit sandpaper. 
Assemble with glue and pipe or bar 
clamps, then check for squareness. 
You'll probably find it will be helpful 
to have an extra pair of hands to help 
with this step. And use clamp pads to 
protect the stock. It's important that 
the case be square, so if necessary, 
make adjustments before the glue 
starts to set up. A few finishing nails 
can be used to help secure parts E and 
G to the case. Allow to dry overnight. 

Once dry, the clamps can be re- 
moved. Measure the opening for the 
back (part H), then cut to size. Give 
both sides a thorough sanding before 
joining it to the case with glue and fin- 
ishing nails. 

The door (parts I, J, K, and Q) is 
made next. Cut the door stile (part I) 
to length and width, then use a dado 
head to cut the % x % grooves for 
parts J. Note that at the top of the door 
this groove is cut at a point 2% in. 
from the top end, while at the bottom it 
forms a rabbet. Next, cut the % in. 
wide by % in. deep groove to accept 
the smoked Plexiglas® front (Q). This 
cut is best made using the router in 
conjunction with a '4 in. diameter 
straight bit and an edge guide. Note 
that this groove is located 1⁄4 in. from 
the front edge of part 1. You can also 
use the router (equipped with a % in. 
dia. straight bit and edge guide) to cut 
the % x ¥% notch for part К. Use a 
chisel to square the rounded corners. 
To complete work on part I, lay out a 
1% in. radius on the top end, then cut 
out with a band or saber saw. 


(All Dimensions Actual) 
Part — Description Size No. Req'd 
A Side А x 164 х41% 2 
B Тор % x IG x 219A 1 
C — UpperShelf — X x12 x21 1 
D Lower Shelf 3 x 16A x 214 l 
E Bottom A x 16% x21. 1 
F Edging их As Req'd 
G Back Rail WxSx2% 1 
H Back A x21 x37 1 
1 Door Stile Ux lV x42 2 
J DoorEnds Их кА 2 
K Door Rail и х2х21% 2 
L — DrawerFront %4 x2% x20% 3 
M  DrawerSides 14 x2% x15% 6 
N Drawer Back ya x2 x18% 3 
O Drawer Bottom У x 15% x 18% 3 
P Drawer Slides No. 237-005 3pr. 
Q Plexiglas* и 1 
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Parts J and К can now be cut to size. 
Note that part J has a % in. wide by % 
in. deep groove to accept the smoked 
glass (Q). To cut this groove, use the 
same router set-up as was used to cut 
the groove in part I. 

Final sand all door parts, then cut 
the % in. Plexiglas® to size. Dryfit 
(without glue) parts I, J, and K, then 
bore holes for countersunk wood 
screws through part K into part J as 
shown in detail A. At the bottom joint 
bore the holes through part J into part 


“Assemble the door parts as shown. 


PETALA: DOOR FRAMING, 


PART2 (2 (S) «(9. h 
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Use glue and clamp securely. How- 
ever, do not glue the joint between 
parts J and K at the door bottom. This 
Joint is held together only by the coun- 
terbored wood screws, therefore part 
K can be removed to replace the glass 
should it break or scratch. After 
clamping the door parts, check to 
make sure the door is square. Make 
adjustments if necessary. 

Cut and assemble the drawer parts 
as shown. The 16 in. full-extension 
drawer slides can be purchased from 
the mail-order company Woodwork- 
er's Supply of New Mexico, 5604 Ala- 


meda N.E., Albuquerque, NM 87113. 
Order part number 237-005. Price is 
$7.85 per pair. Postage and handlin 
charge (for three pair) is an additional 
$3.50. Mounting instructions are in- 
cluded with the drawer slides. 

Give the entire project one more 
sanding using 220 grit paper. Final fin- 
ish is a matter of personal taste. The 
one shown was finished with two coats 
of Watco Danish Oil. The addition of a 
brass piano hinge and a magnetic 
catch completes the project. If desired, 
four casters can be added to make th 
unit more portable. Wy 


PERI-P: BACK КАЦ) TO 
SIE PANEL (А), REAR VIEN, 


Art by E. Merino Ш 
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Chinese Теа Table 
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by Brian Diehm 


If you have a chance to visit the Port- 
land (Oregon) Art Museum, be sure to 
take in the permanent display of 15th 
Century Mandarin wood furniture. 
You will appreciate the skill of these 
woodworkers of centuries past, and 
also the beautiful simplicity of the 
lines. No overly-ornate reproductions 
these, they present a clean freshness 
that can only be approached in modern 
times by Scandinavian design. They 
are not, however, devoid of decorative 
touches sensitively applied. 

Mahogany solid stock was used for all 
parts, although maple or cherry would 
also be good choices. Construction of 
the table is best performed in a spe- 
cific order. Start with the four legs 
(Part A), made from the 3 x 3 stock. 
Cut the four pieces to length first. If 
you can, joint the ends of the legs 
immediately with a disk sander, be- 
cause they will be more difficult to 
smooth later. Next, use a router or drill 
press, in conjunction with a dovetail 
bit, to cut the dovetail grooves. It is 
important to do this before the band- 
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sawing, because afterwards the legs 
will not have easily available flat sur- 
faces to rest the work upon. Cut the 
grooves on two adjoining sides of each 
leg, centered 1% in. from the com- 
mon corner. Make them 1⁄2 in. deep, 
and extend the cut from the end of the 
leg down exactly one inch, measured 
at the center of the bit. 

Next, mark one side of a leg that has 
a dovetail in it. Note carefully the rela- 
tion of the pattern to the dovetail 
groove. The long flat side at the top 
should be placed towards the adjoining 
side with the dovetail cut, leaving the 
short flat side that must be cut out on a 
blank side. А circle gauge with а 2% 
inch diameter cutout will be helpful for 
drawing the curves. Use a bandsaw to 
cut the drawn pattern, leaving a small 
margin for sanding later. Once this is 
done, draw a reversed pattern on the 
remaining dovetailed face, and again 
cut out with the bandsaw. This second 
pattern will need to be drawn on a 
curved cut surface but, by using the 
curvature endpoints, this can be done 


surprisingly easily. 

At this point, the legs can be given a 
thorough sanding. A drum sander, if 
you have one, will be helpful when 
sanding the inside curves. 

Next, lay out and mark the location of 
mortises, for Part G, the stretcher. A 
sharp 4 in. chisel will cut each mor- 
tise in short order. 

When all the legs are complete, the 
next step is to make the aprons (Part 
B). Cut four 16 in. lengths of 1 x 2 
stock, and then rip them to а 1% in. 
width. The next operation is to form 
the dovetails on the ends. These 
should be cut %2 in. into the ends, at a 
width that produces a tight joint with 
the table legs. (Don't expect these 
aprons to fit flush with the top of the 
legs). The % in. extension of these 
dovetails is critical; the fitting to the 
top frame is dependent upon the cor- 
rect length of the aprons. 

Since the stretchers (Part G) are 
mated to the cutout surfaces of the 
legs, and since the leg cutout and 
sanding process provides only impre- 
cise depth control, it is best to individ- 
ually fit these parts. This is done par- 
tially by assembling (without glue) the 
table, placing the aprons with their 
dovetails into the grooves in the legs. 
The raw cut edge of the rails should be 
on top and will remain higher than the 
leg tops by !4 in. when correctly 
placed. Number the legs and sides so 
that you can recreate this same parts 
relationship later. 

After carefully squaring the table, 
measure the distance on each side 
from leg to leg at the mortise point. 
This is the length that the stretchers 
need to be made. 

Once the tenons are formed, the 
stretchers may be marked according to 
the pattern and bandsawed to shape. 
Again, a drum sander will speed the 
task of smoothing if you remember to 
turn with the grain and not into it. 

Once the legs, aprons and stretchers 
have been made, the table is ready for 
assembly of the first portion. This two- 
step assembly makes the critical fitting 
of the top frame easier, since that way 
it will be mated to a solid form. Begin 
by final sanding all of the pieces fin- 
ished to now, then take a practice run 


Bill of Materials 


(АП Dimensions Actual) 
Part Description Size No. Req'd 
А Leg 2'x2'AxlS 4 
B Apron JA x l'Ax16 4 
C  RailTrim Ax x15 4 
D Top Frame % x2" x 20 4 
E WebSupport %x%x5% 4 
Е  WebFram e %x%x7% 4 
G  Stretcher И x Ax174 4 
H Glass Top IJAxI1S4x15^ 1 
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Webwork is glued to underside of 
aprons. 


(without glue) at the assembly of the 
base. 

The sequence is as follows: Assemble 
the stretchers (G) into each of the legs 
(A), then add the aprons (B). Keep in 
mind that the top edge of the aprons 
will be 1⁄4 in. above the top of the legs. 

Once in this configuration, clamping 
the assembly is done with a single 
band clamp placed around the outsides 
of the legs at a height between the 
aprons and stretchers. Once the clamp 
is tightened the assembly will take on 
a rigidity that will allow squaring the 
legs. 

When the practice run is perfected, 
the base is ready for gluing. Glue each 
joint generously as it is being assem- 
bled, and finish the assembly quickly 
but without haste. Clamp the assembly 
and then square everything well. 

The final structural assembly is the 
top frame (Part D), which holds the 
glass as well as providing structural ri- 
gidity. This top frame is made from the 
1 x 3 stock. Cut four lengths just over 
20 in. and examine each for the face 
with the best appearance. Mark the 
opposite faces. 

In each marked face, cut a groove % 
in. wide and ‘4 in. deep, set % in. 
from one edge (and therefore 1 in. 
from the other edge). A dado blade 
makes the job a matter of a single 
pass, but repeated saw cuts may be 
performed to get the same effect pro- 
vided that the bottom of the groove is 
checked for smoothness - take care in 
making sure each cut is to full depth. 

After cutting the grooves, turn the 
pieces over and mark the top edge far- 
thest from the groove (over the 1 in. 
surface left after grooving). This edge 
is then cut to form a % in. by % in. 
rabbet. If you have a jointer, using it to 
cut this rabbet will save much sanding 
time. If you must use a table saw to 
form the rabbet, carefully sand it 
smooth on both sides and make sure 
the corner is square. 

The next step is to cut the miter ends 
of the prepared stock. These are cut 
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with the rabbet edge on the inside and 
therefore shorter than the other edge, 
which should be cut to just over 20 in. 
After cutting all four pieces, place 
them on the table loosely, like pieces 
of a picture frame, with the bottom 
groove mated to the aprons. 

Since the pieces were cut a little long, 
the top frame may not all fit into place. 
This trial assembly provides the oppor- 
tunity to measure exactly how much 
needs to be trimmed to make every- 
thing fit. 

The top frame members can now be 
glued to the aprons. Assemble all four 
members, making sure the miter joints 
fit well, then use C-clamps to clamp 
the top frame members to the aprons. 
Be sure to apply glue to the mitered 
ends of the top frame parts. 

The remainder of the table assembly 
is trim work; the structural part of the 
table is done. All the trim utilizes stock 
1% in. by % in., which is made by 
ripping all the remaining 1 x 2 stock. 
Cut through the ?4 in. thickness to 
gain two lengths of stock from each 
piece. Be careful ripping these pieces, 
they are small and require the use of a 
feather board and fence straddler 
pusher to maintain safety. A jointer 
may be used to finish the cut and make 
an accurate ‘2 in. width, or a hand 
planer and sanding will suffice. 

From some of the stock just made, 
measure and cut four pieces just over 
15 in. These will form the rail trim 
(Part C). Cut a % in. x % in. rabbet 
the length of one edge of each piece. 
Across the narrow face of the pieces, 
the other edge needs to be rounded. A 
shaper or router may be used, but a 
sanding block is more than sufficient. 
Final sand the four trim rails and check 
them for length against each of the 
aprons. The rabbet is built to receive 
the exposed bottom edge of the aprons 
(see Section Detail). If necessary, 
adjust the length of the trim rail and 
then put some glue in the rabbets and 
glue them in place, clamping them 
with wooden cabinetmaker's clamps. 

The remaining stock is used to make 
the webwork pattern. Carefully cut 
four lengths to exactly 5% in. Miter 
cut four more lengths so that the long 
side is exactly 72 in. leaving the short 
side exactly 6 in. If a disk sander is 
available, cut all eight pieces a little 
long and joint the cuts to make the cor- 
rect length. 

Glue and assemble the entire web- 
work, clamping with miter clamps if 
available. Otherwise use any clamping 
arrangement that provides a finished 
webwork that is flat. If necessary, this 
may be done in stages rather than all 
at once. Let the glue dry completely 
before proceeding, because the web- 
work is not inherently strong and in- 
sufficient curing will only make the 
assembly more fragile. 

To prepare the table for attachment of 
the webwork, lay it top down on a 
cloth-covered level surface. On the ex- 
posed bottom surface of the aprons, 


mark the exact center of each length. 
Then, place parallel lines across the 
grain ot the aprons % in. to either side 
of the center mark. These lines de- 
marcate the placement of the webwork 
ends. The Section Detail shows the 
relationship of the apron, the trim rail, 
the top frame and the webwork. Note 
that parts E are joined to parts F with 
small countersunk and plugged wood 
screws. 

Place a layer of glue within the 
marked area of the aprons and lay the 
webwork, best face down towards 
the top frame, on the glued areas. 
Adjust position (if necessary) until all 
four ends of the webwork fall within 
their marked areas. Scrape excess glue 
and clamp each end with a large cab- 
inetmaker’s clamp placed '*under"' the 
top and ‘‘over’’ the webwork end. 

Use a sanding block to preserve the 
flatness of the surfaces. If necessary, 
sand the appropriate edge near each 
joint to make the miter joint exactly on 
the corner. The outside edges of the 
top frame may be rounded slightly 
(1/16 in. radius) to remove sharp cor- 
ners; if this is done, you might want to 
similarly treat the vertical edges of the 
legs and the bottom edge of the rail 
trim. When complete, the glass will 
protect the webwork, but while 
sanding and finishing, remember that 
it is not a structural part and is subject 
to damage should, for example, a 
heavy tool fall upon it. Before finish- 
ing, the areas around all joints should 
be touched up with finish grade sand- 
paper to remove glue traces on the 
surfaces. 

At this point, construction of the table 
is complete, and the only pieces that 
still require finish sanding are the trim 
rail and the top frame. Finish sand 
these parts now, making sure that the 
top frame joints are perfectly smooth. 

A clear penetrating oil finish looks 
best with a piece like this. Three coats 
of Watco Danish Oil were applied, 
each being allowed to soak in for about 
five minutes before wiping off the 
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After final sanding, a clear penetrating 
oil is added to provide an attractive fin- 
ish. 
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DETAIL: STRETCHER (С) 


DETAIL? APRON (В) 
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Old World Weather Forecaster ., sem Anen 


The weather house type of weather 
forecaster is a very old traditional type 
that was popular in Europe, especially 
Germany, Changes in the weather 
cause a gut string to twist, The string 
is attached to small figures of a man 
and a woman. If the woman is outside 
of the house, the weather will be fair; 
when the man comes out, stormy 
weather is predicted. If you like to 
carve and are interested in the weath- 
er, this is a very enjoyable project. 

Start by cutting the front (A) and the 
back (B) out of a 34 inch thick board. 
Mahogany or walnut will work well for 
this project. The outlines of both piec- 
es are identical. Once the outline of the 
back is cut it is complete, but the front 
requires further work. Cut the two 
arched doors in the front with a coping 
saw, bandsaw or jig saw. Use a router 
with a cove bit that has a pilot to cut 
the cove around the doors. Next use a 
1% inch spade or Forstner bit to start 
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the hole for the sun carving (К). Stop 
drilling when the hole is ‘4 inch deep. 
Switch to a 1% inch bit and finish drill- 
ing the hole through the front. This 
hole is necessary to attach part (J) to 
part (M) when the house is complete. 
Using the two drill diameters will form 
a lip around the hole that will hold the 
sun carving. 

Now cut out the base (C). Use a pow- 
er carving tool or a router to cut out the 
recess for the pivot arm (F) and the 
two semi-circular slots. Use the router 
and cove bit to make the decorative 
cove around the front and both ends. 
Don't cut a cove along the back. 

The sides (D) and the top (E) are % 
inch thick. You can resaw a piece of % 
inch thick wood to make them. Since 
the angle at the peak of the roof is 90 
degrees a standard 45 degree miter is 
used to join the two roof pieces (E). 
Cut a 45 degree angle at the top of 
both sides (D) where it will join with 


part (E). 

Attach the front and back to the base 
with flat head screws and glue. Coun- 
tersink the screw heads into the base 
and be sure to drill pilot holes. The 
wood is likely to split if you don't, es- 
pecially on the front where there is on- 
ly a small section of wood next to the 
door to screw into. Next glue and 
clamp the sides (D) in place. The sides 
are flush with the back and they over- 
hang slightly on the front. 

When the glue has cured on the 
sides, trim the angle on the top of 
them to conform exactly to the angle of 
the front and back, then glue the roof 
pieces in place. The best way to clamp 
the roof pieces is with a web clamp, 
but you can also position small C- 
clamps or spring clamps in the door 
openings and in the hole for the sun 
carving. 


(continued on next page) 
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Next drill a 1⁄4 inch hole through the 
base and center divider of the front at 
the position indicated on the plan. Stop 
the hole when you see the drill enter 
the hole for the sun carving. Drill an- 
other 1⁄4 inch hole through the peak of 
the roof to match up with the hole 
drilled through the base. It will be eas- 
ier to start the hole if you first flatten 
the peak of the roof in the area where 
the hole should go by filing it with the 
flat edge of a triangular file. It’s all 
right if there is a slight amount of mis- 
alignment between the two holes be- 
cause the gut string (J) is flexible and 
can compensate for some error. 

Cut out the chimney (L) and drill a 
и inch hole through its center. You 
can get the angle cut in the bottom of 
the chimney to fit the angle of the roof 
perfectly by folding a piece of fine 
sandpaper over the peak of the roof 
with the cutting side facing up. Hold 
the chimney in place on top of the 
sandpaper and slide it back and forth 
across the peak until the sandpaper is 
cutting evenly across both faces of the 
cutout in the chimney. 

At this point, apply a walnut colored 
Danish oil finish to the house and set it 
aside while you work on the figures. 

The two figures (H and I) are carved 
from a lightweight wood such as pine 
or balsa. The weather sensing gut 
string doesn’t have too much turning 
power, so if the figures are too heavy 
they will make the forecaster less sen- 
sitive. Use a jackknife or small carving 
chisels to carve the figures. Start with 
a block 1” x 1” x 8”. The extra length 
gives you a good handle to hold onto 
while you work. When the figures are 
complete, carve a 1⁄4” diameter pedes- 
tal below their feet that will fit into the 
slot in the base. After carving the ped- 
estal, use a fine tooth saw to cut the 
figures off from the handles. Apply a 
clear finish to the figures. 

The pivot dowel (G) fits into a blind 
hole drilled in the center of the pivot 
arm (F). Check to see that the dowel 
fits loosely into the hole drilled for it in 
the base of the house; if it binds you 
may have to sand it down to a smaller 
diameter. 

The heart of this weather forecaster 
is a section of gut violin string (J). Buy 
a “D” violin string at a music store. 
The cheaper the better as long as it's 
real gut. More expensive strings are 
made to resist weather related chang- 
es so they won't go out of tune. If not 
available locally, a “D” violin string 
can be ordered from Folkcraft Instru- 
ments, P. O. Box 807, Winsted, CT 
06098. Price is $4.95 each. One string 
will give you enough gut to build sev- 
eral forecasters. The string will be 
wrapped with a covering of steel wire 
and a layer of thread wrapped under 
that. You must remove both of these 
layers to expose the bare gut under- 
neath. Cut a section of the string, 
slightly longer than needed, with wire 
cutters and unwrap the steel and 
thread. Moisten a clean piece of cotton 
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with rubbing alcohol and use it to wipe 
off the string. This will remove any oils 
that are on the gut that would prevent 
it from responding to weather chang- 
es. Drill a 1/16" hole about 2” deep in 
the top of the pivot dowel (G). Apply a 
small amount of glue to the end of the 
gut string and insert it into the hole. 


When the glue has cured, you are 
ready to test the gut. Hold the free end 
of the gut string and let the pivot dow- 
el and pivot arm dangle freely below it. 
Move the gut close to a flow of steam 
escaping from a teapot. The pivot arm 
should turn. The direction that it 
turned is the indication of stormy 
weather. Mark that end of the pivot 
arm for later reference. If the arm 
didn't move, try cleaning the gut again 
with alcohol. If it still won't react, you 
will have to get another piece of gut. 

Position the pivot dowel in its hole in 
the base; the gut string should be visi- 
ble in the hole that the sun carving fits 
into. Make certain that the ends of the 
figures will fit freely into the semi-cir- 
cular slots in the base. Glue the male 
figure to the side of the pivot arm that 
you previously marked as the stormy 
side. Glue the female figure to the op- 
posite end of the pivot arm. Before the 
glue sets, rotate the arm to make sure 
that the figures don't bind anywhere 
along the slots. 

The setting knob (M) is made from a 
small section of %” dowel. Drill a 
blind hole in опе end to accept a #4” 
dowel and glue the setting knob dowel 
(N) into the hole. Round the edges of 
the knob with sandpaper and stain the 
knob to match the rest of the house. 
Drill a 1/16" hole 1⁄2” deep into the 
end of part (N). Insert the setting knob 
assembly into the chimney. You 
should be able to see the end of part 
(N) inside of the hole for the sun carv- 
ing. The string's length should be ad- 
justed so it will suspend the pivot arm 
just below the surface of the base 


when it is fitted into part (N). Apply a 
small amount of glue to the end of the 
gut string and insert it into the hole 
drilled in part (N). You may need to 
use tweezers to do this. 

After the glue is cured, place the 
house upright and turn the setting 
knob back and forth to see that the fig- 
ures move freely in their slots. If 
everything functions smoothly, install 
the sun carving (K) to cover the access 
hole. If you make the carving carefully, 
you can get a snug enough fit so you 
won't need any glue; that way you can 
remove the carving if you ever need to 
replace the gut. Finish the carving to 
match the rest of the house and press 
it into place. 

Cover the bottom of the base with a 
piece of felt (O). The felt covers the 
pivot arm recess and also prevents the 
house from scratching any furniture it 
is placed on. 

To use the forecaster, place it near a 
window or door where it will be most 
likely to get some outside air. Observe 
what the weather is like outside and 
set the forecaster by turning the set- 
ting knob. If it is stormy, turn the knob 
until the man is part of the way out of 
the door. If it is fair, turn the knob the 
other direction until the woman is part 
way out of her door. Leave the fore- 
caster set this way for several days and 
observe the changes. After you have 
observed the movement of the figures 
over a period of weather change, you 
can make further adjustment. For ex- 
ample, if the initial setting was made 
during stormy weather, the woman 
should come out as the weather clears. 
If the man moves back some but not 
enough for the woman to come out, the 
initial setting was too far towards the 
stormy side. Turn the knob back a little 
so that the woman is slightly out of the 
door. After a few such adjustments, 
you will have the forecaster set so that 
the first indication of a storm will 
cause the woman to go inside and the 
man to come out. You can judge the 
relative strength of a storm or the 
length of a fair spell by how far the fig- 


ures move out of the door. Wj 
УТИ 

Part Description Size No. Req'd 
А Front %x8x5% 1 

B Back У х5х5У 

С Ваѕе KERELE 1 
D Side и х2их2-15/16 2 
E Roof Vax Vex da 2 
Е Pivot Arm 3/16 x a x 3A 1 
G Pivot Dowel и Dia. x 2-3/16 1 
H Man See Detail 1 

1 Woman See Detail 1 

J Gut Violin String. UD 1 
К  SunCarving See Detail 1 

L Chimney Wx%xt 1 
М Setting Knob Y%Dia.x Ythick 1 
N Setting Dowel 'A Dia. x 2-3/16. 1 
O Felt Bottom As Req'd 
Р Flathead Screws 4 
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Toy Tractor with Cart 4c. 
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When you consider that many commercially made toys last no longer 
than a few weeks, it’s refreshing to think that a sturdy toy like this is like- 
ly to last several generations. Poplar, which is reasonably priced, yet hard 
enough to stand up to rough service, was used for most parts. The cart 
bottom (В) is 1⁄4 in. mahogany plywood and the front wheels (O) and cart 
wheels (W) are maple. 

From five-quarter stock (which actually measures 1-1/16 in. thick), cut 
the hood (A) to a width of 1% in. and a length of 4 in. Referring to the 
drawing, mark the location of the holes for the muffler (I) and the radiator 
cap (J), then use а % in. diameter drill bit to bore each hole. 

The body (B) is also made from five-quarter stock. Cut to a width of 1% 
in. and a length of 6% in., then lay out and mark the location of the 54 in. 
deep by % in. wide dados for parts C and D. The dados can be cut on ei- 
ther the table or radial-arm saw. A % in. dado-head cutter will cut each 
dado with one pass, but repeated passes with a regular saw blade will also 
do the job. 

The front and rear axle supports (parts C and D) are made from one in. 
nominal stock (which actually measures % in. thick). Cut to the length 
and width shown, then lay out and mark the location of the axle holes. 
Drill a 7/16 in. diameter hole through part С and а 5/16 in. diameter hole 
through part D. If you have one, use a drill press here because it insures 
that the holes will be reasonably square. However, if done with care, a 
hand brace or portable electric drill will do as good a job. 

Parts A, B, C, and D can now be assembled. Before gluing part A to 
part B, drive a couple of short brads in part B, then clip the heads off so 
that about “% in. is exposed. This will keep the two parts from sliding 
when clamped. Use a non-toxic glue (such as Elmer's Glue-All® ) and 
clamp firmly. Allow to dry overnight. 

Parts I and J can be turned to the dimensions shown or, if you don't 
have a lathe, similar pins can be ordered from the company Woodworks, 
4013-A Clay Ave., Fort Worth, TX 76117. Glue in place as shown in the 
drawing. The steering wheel (Е) can be cut using a % in. hole saw or or- 
dered from Woodworks. Parts E, G, and H are made as shown and glued 
in place. Two % in. diameter dowels will add strength to the joint be- 
tween. Note that the steering post (G) is not glued into the hood (A) but 
rather left free to turn. The seat (H) prevents it from coming out all the 
way. 

The rear wheels (N) are best made using the lathe, although if done 
carefully, they can be cut on the band or saber saw and sanded smooth. 
The front wheels (O) can be made in the same manner or purchased from 
Woodworks. 

The parts for the cart are cut to the dimensions shown in the bill of ma- 
terials. Assemble parts P and Q with glue and clamps then set aside to 
dry. If necessary use clipped brads to keep the parts in line. 

Assemble parts R, S, and T with glue and clamps. When dry, this unit 
can be assembled to parts P and Q. 

The axle supports (U) can now be cut to the dimensions shown in the 
detail. After drilling the 5/16 in. axle hole, part U can be glued and 
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clamped to the bottom of the cart. The cart wheels 
(W) can be turned to the dimensions shown or 
purchased from Woodworks. 

Give all parts a thorough sanding taking care to 
round all sharp edges. Final sand using 220 grit 
sandpaper. The best non-toxic finish is no finish 
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Bill of Materials 


(АП Dimensions Actual) 

Part Description Ns Size No. Req'd 
A Hood 1-1/16х1% x4 1 
B Body 1-1/16 x 1% x 64 1 
[o Rear Axle Support %x1%x3 1 
D Front Axle Support %х1%х2 1 
E Seat Back И х1х 1% 1 
E Steering Wheel 3/16 thick x % Dia. 1 
G Steering Post 3/16 Dia. х1% Іопв 1 
H Seat xix Ys 1 

I Muffler (See Detail) 1 
J Radiator Cap (See Detail) 1 
K Hitch % Dia. x 1% long 1 
L Rear Axle 35 Dia. x 4% long 1 
M Front Axle * Dia. x 3% long 1 
N Rear Wheel % thick x 3 Dia. 2 
o Front Wheel % thick x 2 Dia. 2 
—— Cart ——————— — — 
P Center Frame Ах %х9 1 
Q End Frame xy xS 2 
R Bottom 'Ax3AxT 1 
5 Sides YxlYex7 2 
T End JAx lA x21 2 
U Axle Support (See Detail) 2 
y Cart Axle % Dia. x 3% 2 
үу Сагі Wheel ¥ thick x 1% Dia. 4 
45 
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DETAIL: CART. AXLE 
PPORTS, FART (0) (2 REG P). 
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This elegant looking hexagonal stand will highlight а fa- 
vorite houseplant, curio, or even a piece of fine sculpture. 
It’s easy to build and will require only a few hours in the 
workshop. For a piece like this, there’s no hard and fast rule 
that dictates the size, so feel free to alter dimensions to suit 
the piece you plan to display. We used red oak for ours, but 
just about any wood can be used, even pine. 

Our stand measures 10 in. across the flats which results 
in a board width of 5% in. and a length of 23 in. Referring 
to Figure 1, set the sawblade at a 30 degree angle and lo- 
cate the rip fence as shown. Bevel one edge (step A), then 
turn the stock and bevel the other edge (step B). The saw 
blade must be set at exactly 30 degrees because even a 
small error will add up to a large gap when you have six 
joints. 

We used the table saw equipped with an adjustable dado 
head cutter to make the spline groove. Adjust the dado 
head to make a % in. wide cut, then set it at a 30 degree an- 
gle. Set the depth so the groove will be % in. deep, then ad- 
just the table saw rip fence to properly locate the groove 
(see Figure 3). The spline cut is then made as shown in Fig- 
ure 2. 

The 74 in. wide splines are cut from % in. plywood. Add 
glue to all mating surfaces, then assemble and clamp with a 
pair of web clamps. Allow to dry overnight. 

In order to make it easy to replace a mirror top (B) that 
gets scratched or broken, I glued a % in. plywood inset (C) 
to the underside of the glass. The inset is cut to fit just in- 
side the box while the mirror is cut to fit the outside of the 
box. When glued together, a lip is formed which permits 
the mirror to simply sit on the pedestal. Most glass shops 
will cut mirror stock to any size and shape. For appearance 
and safety, be sure to have the edges ground. Also, keep in 
mind that many adhesives will remove the mirror's silver, 
so use one that's formulated to use with a mirror. Your 
glass shop will probably carry one. Wj 
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[ Two Wall Hung Planters 


A few hours in the workshop are all that’s needed to make 
this unusual wall planter. Edge-glue enough stock to make 
а 12 in. square, then scribe and cut out the various circles as 
shown. Lay out and mark the location of the mortise, then 
cut out with a sharp chisel. The ring is made to the dim- 
ensions shown, keeping in mind that the grain direction in- 
dicated will provide maximum strength. If necessary, the 
inner diameter can be altered to accomodate pots of a 
slightly different size. Sand thoroughly, then assemble with 
glue. Stain to suit and final finish with two coats of poly- 
urethane varnish. 


NL. | Е | и 


7^ PIA 


MORTISE SHOWN 
ВУ SHAPED AREA | 


FRONT VIEW 


m: = Resembling the wall boxes that were 
ES so common during our Colonial period, 
this well-proportioned planter will pro- 
vide an eye catching setting for a fav- 
orite houseplant. Cut the back to 
length and width, then transfer the 
grid pattern to the stock. Lay out the 
location of the % in. notch, then cut 
out both grid pattern and notch with a 
bandsaw. After cutting the bottom to 
size, a router equipped with a piloted 
bending bit is used to make the mold- 
ing. The front is rabbeted as shown in 
the detail. Sand all parts, then as- 
semble with glue and countersunk 
wood screws. 
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Collector’s 
Plate Stand 


by J. J. Ciciarelli 


Here’s an attractive way to display a 
favorite collector's plate. Just about 
any wood can be used, but cherry or 
walnut would be especially nice. 

Each leg is made from a piece of % 
in. thick by 5% in. wide by 9 in. long 
stock. If you don't have % in. stock it 
can be planed from thicker material or 
ordered via mail-order from The 
Woodworkers' Store, 21801 Industrial 
Blvd., Rogers, MN 55374. 

Transfer the profile from the grid 
pattern to the stock, then cut out with a 
band, saber, or jig saw. Lay out and 
mark the location of the % in. notches 
(to accept the hinge barrel) before cut- 
ting out with a sharp chisel. 

Give both legs a complete sanding 
taking care to make sure the curved 
edges are well smoothed. The addition 
of a pair of brass hinges and two coats 
of polyurethane varnish will complete 


а 


the project. 


Wy 


Beginning Woodworker (cont'd) 


use it to scribe the socket on the mat- 
ing piece. 


6.15 
PARTIAL SAWING OF 
^ BLIND SockET 


21 


Removal of the waste from the 
Socket can be partially accomplished 
by using the back saw to cut dia- 
gonally down to the socket bottom as 
shown in Fig. 13. The remaining waste 
is chiseled out in the same manner as 
described for the through dovetail ex- 
cept that all the chiseling is done from 
one side only. The chips are lifted out 
working from the end until the bottom 
is approached, at which time the chisel 
is turned flat side down and the socket 


< July/August 1983 


bottom is carefully pared flat and the 
corners cleaned out. The process is 
shown in Fig. 14. 


CHOP Down WITH 

CHISEL ANGLED BACK 

То MAKE А SLIGHT 
UNDERCUT 


—веттем UNE 


APCHISEL INTO 
ND GRAIN Тә LIFT 
CHIPS 


LAT SIDE 
PARE TO 
Bottom LINE 


—— | 


Another interesting version of the 
single dovetail is one that was much 
favored by Shaker craftsmen of the 
19th century. It’s called a half dovetail 
(Fig. 15 A&B), and you can see that 
the dovetail is flared on one side only. 
It can be half-lapped and extend 
through the joining member, or it can 
be of full thickness and set in a blind 
socket. 


The half dovetail joint is excellent 
for joining a thin member to a thicker 
one. When laying out a lapped dove- 
tail note that the tail should be from 
У? to % the thickness of the stock. 


Sean poi 
pe 
HALF: BLIND 


After having made a number of the 
dovetail joints discussed here, you 
should have no problem laying out and 
cutting the through and half-blind 
multiple versions as the techniques are 
almost identical. Wy 
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Shop Tips 


To make a fast cutting file/rasp 
(great for cleaning out mortises and 
other slots), cut equal lengths of band- 
saw blade, then join them together by 


taping at the ends with black (electri- 
cal) tape. You can make it any width, 
just add blades as needed. Alternating 
the tooth direction of the blades will 
permit cutting in both directions. 
Richard Tolzman, Excelsior, Minn. 


Some pieces of old rug come in 
handy around the workshop. When 
sanding, they can be put under the 
stock to protect it from scratches. 
Small pieces on the tops of sawhorses 
will serve the same purpose. Scraps 
can also be put on the floor when you 
need to tip a cabinet on its side to work 
on it. 

Paul Levine, Sherman, Conn. 


Keep a length of cotton clothes line 
handy for those touch-up staining jobs. 
Dip the end into the stain and use it 
like a small brush. When you’re done, 
just snip the used part off. Next time, 
you've got a clean “brush” ready to 
use. 


The child's booster seat project fea- 
tured in your September/October 1980 
issue required a piece of one inch thick 
foam rubber. Rather than buy one inch 
material, I wanted to use some three 
inch thick foam rubber I had on hand. 
To my delight, I found that an electric 
knife cuts through foam rubber like a 
piece of cake. 

Arthur E. St. Martin, Claremont, N.H. 


Lead fishing sinkers make it easy to 
add weight to book ends. Simply bore 
и in. diameter holes, then add sinkers 


as needed. A few drops of epoxy will 
hold them in place. Exposed holes can 
be plugged with % in. diameter dowel 
plugs. 

James E. Thompson, Lake Park, Fla. 


If the bit in your portable drill or drill 
press is bent out of line, try this trick: 
use a plastic mallet and turn the drill 
speed up to about 1000 R.P.M.'s, then 
give the drill bit a slight tap. Some- 
times it will come back into perfect 
alignment with the first tap, some- 
times it makes it worse. However, with 
patience and continued tapping, the 
bit will eventually straighten out. 

Don Kinnaman, Phoenix, Ariz. 


When many pieces require the same 
hole, and the hole is located near a cor- 
ner, here's a jig that can save a lot of 
time. The jig is simply clamped to the 
drill press table so that the hole 
is properly located. 

William Twiford, Nottoway, Va. 
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Soap or paraffin rubbed into the 
lathe dead-center end works better 
than oil - it won’t drip out. 

Don Kinnaman, Phoenix, Ariz. 


The Woodworker’s Journal pays $25 
for reader submitted shop tips that are 
published. Send your ideas (including 
sketch if necessary) to: The Wood- 
worker’s Journal, P. O. Box 1629, New 
Milford, CT 06776, Attention: Shop 
Tip Editor. We redraw all sketches so 
they need only be clear and complete. 


Classified 


The Classified Rate is 75¢ per word, paya- 
ble with order. Minimum ad length is 15 
words, and the deadline date is the 10th of 
the 2nd month preceding the issue (for 
example, 7/10 for the September/October 
issue). Send copy (count each word and ini- 
tial) and check to The Woodworker’s 
Journal, Classified Dept., P.O. Box 1629, 
New Milford, CT 06776. 


Make Big Money in Woodworking. Bro- 
chure $1.00. Custom Furniture Systems, 
Dept. JFM, 3901 Kline Ave., Reading, PA 
19606. 


Quilt Rack Plan. All % flat stock $5.00. 
Finishing Products Price Comparison and 
Buying Guide. Can save you $$$$. $5.00. 
Charles Whitley, Cabinetmaker, Rt. 3, Box 
146a, Smiths Grove, KY 42171. 
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Dulcimer Builders Supplies - precision 
milled and fine sanded dulcimer and ham- 
mered dulcimer woods. Walnut, cherry, 
paduk, koa, rosewood, birdseye maple, sit- 
ka spruce, W.R. cedar. Also related 
hardware and strings. LSASE for price list. 
Folkcraft Instruments, Box 807W, Win- 
sted, CT 06098, (203)-379-7685. 


Make Toys - Plans, Kits - Hardwood 
wheels, parts, dowels. Catalog $1.00. 
Cherry Tree Toys, Belmont, OH 43718. 


Save 50% + on Bandsaw Blades, Sanding 
needs - screws - prompt service - small 
quantities. For price list send #10 SASE. 
Fixmaster, Box 49511-6, Atlanta, GA 
30359. 


Woodworkers Маке Мопеу when they 
learn from “The Woodworker's Money 
Book.'' Covers how to sell retail and whole- 
sale, pricing, credit, labeling, much more. 
Money-back guarantee. Mailed first-class 
for $3.00. Inprint, Box 687, Farmingdale, 
NJ 07727. 


Ohio Professional Woodworking Supply 
has the full line of 3M abrasives, Onsrud 
router cutters, hard-to-find fasteners, etc. 
at very competitive prices. Please send 
large SASE for our free literature and price 
list. P.O. Box 506, Gallipolis, OH 45631. 


Musical Instrument Kits - Dulcimers, ham- 
mered dulcimers, banjos, mandolins, 
harps and more. Brochure - LSASE, Folk- 
craft Instruments, Box 807K, Winsted, CT 
06098, (203)-379-7685. 


Craftsmen - show pride in your fine work. 
Personalize your pieces with engraved 
solid brass plates. Send $1.00 for 2 line 
sample plate. VB, Dept. WJ, 807 East 
Dana, Mountain View, CA 94040. 


Guitar Tops. Sitka Spruce, Western Cedar. 
%" x 81A" x 22". 16 to 20 G.P.I. Excellent 
tonal wood for that special guitar. Satisfac- 
tion guaranteed. $24.00 postpaid; 2 sets 
$43.00. Buck Musical Instrument Products, 
Box 71A, New Britain, PA 18901. 
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Woodworkers - Gum Ball Machine Plans, 
$2.50. Gil-Son’s Crafts, P.O. Box C, Aran- 
sas Pass, TX 78336. 


Cabinetmakers Workbench-Maple Con- 
struction, easily built. Plans $5.00. Tool 
catalog 50¢. Open Air Cabinets, Dept. 102, 
P.O. Box 501, Batavia, IL 60510. 


Wood Antique Models and other projects. 
Full-size patterns catalog $1.00 refund- 
able. Criss-Cross, Box 324, Dept. CJ, 
Wayne, NJ 07470. 


New! (Set 2) 30 Full size patterns. Wooden 
Parrot, Toucan and monkey plant hangers, 
plus unique items with movable parts and 
catalog. $4.00. Faris Brothers, 509 Divi- 
sion, Erlanger, KY 41018. 


Catalog of Unique Wooden Toy Patterns. 
$1.00 refundable. Playrite, Rt. 8, Box 
343-J, Moultrie, GA 31768. 


Professional Plans for 18th Century French 
Country Furniture. Catalog $1.00 refunda- 
ble. Stephen Osborne, Dept. WJ, Pied- 
mont, Quebec, Canada JOR 1K0. 


Over 75 Patterns! Enjoy making profitable 
wooden gifts, toys, household accessories, 
plus ‘‘Shop Secrets’’. Only $5.00. Accents 
(J-73), Box 262, Danvers, MA 01923. 


Cash in on ‘‘Quilting Fever". Quilting 
frames are in big demand. Unique design, 
easily built. Plans $5.00. Mac, 906 S. 3rd 
St., St. Charles, MO 63301. 


Carved Queen Anne Legs. Eleven different 
sizes and shapes for your custom made 
projects. For brochure send $1.00 to Wind- 
sor Classics, 15937 Washington St., Dept. 
E, Gurnee, IL 60031. 


Free! I can help you start exciting wood- 
working business. Write today. Pine Shop, 
78-WJ2, West Peterboro, NH 03468. 


Krazy Knot. The most mind-boggling puz- 


zle you’ve ever seen. Send $4.50 to Krazy 
Puzzle Company, P.O. Box AA, Meeker, 
CO 81641. 


Woodturners! We make a unique techni- 
cally advanced range of Teknatool accesso- 
ries including specialised centres, project 
supplies, multipurpose chucking systems. 
Write for free catalog. Freight worldwide - 
Agent inquiries welcome. Latalex Ltd., 65 
The Concourse, Henderson Auckland 8, 
New Zealand. 


Full size pattern for toy circus wagon 
drawn by four horses. Includes pattern for 
driver plus 1 wild animal. Approx. 30” 
long. $7.50. Send check or money order to 
C. Paul, 315 Willow Ave., Joliet, IL 60436. 


Stainless steel and brass, screws and bolts. 
Small quantities, free catalog. Elwick, 
Dept. 488, 230 Woods Lane, Somerdale, 
NJ 08083. 


Sorby & Marples Woodworking chisel sale. 
Also lathe duplicator designed for Shop- 
smith or any 5-in-1 multi tool. Brandywine 
Wood & Tool, 2413 Driftwood Dr., Wil- 
mington, DE 19810. 
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Grid Paper. Large sheets (27 x 34) 1” 
squares. 3 for $3.50. Additional sheets 75¢. 
Also fine woodworking tools no frills cata- 
log free. Brandywine Wood & Tool, 2413 
Driftwood Dr., Wilmington, DE 19810. 


Woodworking Plans. Catalog $1.00, re- 
fundable. ‘‘Variety Woodcra! ”, 9988 
Ketch Rd., Plain City, OH 43064. 


Flexible oak veneer 18" x 96" with hot melt 
glue $8.00. Send LSASE for price list. 
HMagan's, 523 Boone Ave., Maysville, KY 


Woodcarvers-6 piece Ashley-Iles carvin 
set $80. We carry a complete line of hig! 
guality woodworking tools and supplies. 

0€ for list. Open Air Cabinets, Р.О. Box 
501, Batavia, Il 60510. 


Renew sanding belt, disc or drum free. In- 
formation $2.00 plus S.A.S.E. Elbert Rude, 
2013 W. 9th St., Muncie, IN 47302. 


Clock Plans - Make handcrafted clocks for 
gifts or profit. 6 plans $4.00. Kent Ander- 
son, 219 Beedle Dr., Ames, IA 50010. 


Fine Tools, Imported and Domestic. Hard- 
wood, imported and domestic. Catalog 
$1.00. Woodworker's Supply, P.O. Box 
177, Dardanelle, AR 72834. 


Whittling and Carving Tools and Supplies. 
Catalog 60€. American and foreign made 
quality tools. Warren Tool Co., Inc., Rt. 1, 
Вох 14AWJ, Rhinebeck, NY 12572, (914)- 
876-7817. 


Chair Caning Supplies - cane webbing, 
rush, splint, ash, rawhide, cord. Catalog 
$1.00, refundable. The Caning Shop (WJ), 
926 Gilman, Berkeley, CA 94710. 


Large selection of plans. Furniture de- 
signs, loom, spinning wheel, clocks, doll- 
houses, cradles, toys, alphabets, bird 
houses, weathervanes, kites and more. 
Catalog 50¢. Craftplans Co., Rogers, MN 


Wooden Wheels, Bells, Smoke Stacks, 
beads, dolls, wooden buttons and unique 
toy plans. Catalog 50¢. Howee Toys, Rt. 7, 
Box 633WJ, Joplin, MO 64801. 


Sconces. Series #10. Set of 10 plans and 
ideas: $5.00. Candleholders. Series #20. 
Set of 10 plans and ideas. Some lathe work: 
$5.00. Something Different, 1804 Old Hol- 
low Rd., Walkertown, NC 27051. 


Woodcrafts. Veteran Craftsman has exper 
ienced $1000 craft shows, will send plans 
for 6 best selling wood items for $5.00. 
Bennett Wood Products, Rt. 8 Box 680-S, 
Pensacola, FL 32506. 


Unique toy plans and parts catalog, $1.00, 
refundable. Tottoys, 3056 Oneida St., 
Sauquoit, NY 13456. 


Free Plans Catalog: Lawn/patio, family 
room, children's furniture, toys, work- 
bench, storage shelves, rifle cabinet, nov- 
elties. 20€ stamp. LLE, P.O. Box 35203 J, 
Phoenix, AZ 85029. 


Indian Ebony all black, no defects. 1% to 
2% inch squares. Madison Hardwoods, 
5106 Knox, Madison, WI 53711. 


Doll Cradle Plans: Create a family heir- 
loom. Detailed drawings and instructions. 
The most beautiful, solid, well built cradle 
you've ever seen. I also tell how to obtain a 
professional finish (giving brand names of 
roducts) without using sticky varnish or 
lacquers. $5.00. Norwegian Woods, Box 
366, Dept. 12C, Flagstaff, AZ 86002. 


Lowest prices on furniture pins, plugs, but- 

tons, Shaker and mug pegs, toy parts, 

more, list $1.00. Special %" ог 2” maple 

buttons $2.69 per 100 ppd, $8.95 per 500 
pd. K & K Woodcrafters, RD 4, Box 
70A, Scotia, NY 12302. 


Covered Wagon Lamp Plans-tongue acts as 
switch. Easy to follow step-by-step instruc- 
tions. Send $4.00 to Hattaway Woodcrafts, 
104 Estates Dr., Opp, AL 36467. 


Rolltop Desk, complete detailed plans, 

raised panel construction. Send $5.95 to: 

Buds Plans, 2960 Egan Ave., Eagan, MN 
121. 


Bandsaw Owners: Earn over $100 per day 
making bandsaw puzzle boxes. Plans $5.95 
includes 4 styles. Bennett Wood Products, 
Rt. 8 Box 680-S, Pensacola, FL 32506. 


35 Full-Size Toy Patterns! Ten cars, six 
trucks, two airplanes, nine hot-rods, six- 
piece train, two earthmovers! Only $5.00! 
Frank $; 1202-J16 Second, Booneville, MS 


New design for children’s furniture. Full- 
size prints. No enlarging necessary. Rock- 
ing chair $4.00. Catalog 50€. Quality 
Woodcrafts, 359 Trousdale, Suite C, Chula 
Vista, CA 92010. 


Burlwood slabs--all sizes. Redwood, Buck- 
eye, Birdseye Maple, Myrtlewood, Juni- 
per. Myrtlewood dimensional lumber. 
Turning stock. Clock movements, pens, 
belt buckle hardware, Polytex. Redwood 
BurlEsque, Dept. WJ7, 1454 Orchard 
Home Dr., Medford, OR 97501. 


Butcher Block Table Plans. #PL 101 $4.00. 
R. Hursey Woodworks, Box 1064, Belle- 
ville, IL 62223. 


Free catalog! Veneers, wood toy parts/ 
plans, lumber, books, furniture plans, 
cane, upholstery, Victorian hardware. Sim- 
pored veneering instructions included. 

urry! Morgan, W04M04, 1123 Bards- 
town, Louisville, KY 40204. 


Wooden Toys, Wheels, Parts, Patterns. 
Send $1.00 for catalog. Toys and Joys, Box 
628-CB, Lynden, WA 98264. 


Swedish Door Harp Plans $4.95, Accessory 
Kit $5.95, both for only $8.00 with this ad! 
Custom Woodworking, P.O. Box 8621J, 
Erie, PA 16505. 


Monkey Grind Organ - Authentic replica 
uses tape player. Complete plans with cas- 
sette recording from real antiques $9.95 
РР. A.I.D. Corp., Р.О. Box 626, Apopka, 
FL 32703. 


Free brochure of unique items for the 
Woodcraftsman plus wooden balls, Shaker 
pegs, spiral groove dowel pins and screw- 
hole buttons. Hugh Strickland, 494 Old 
Post Rd., No. Attleboro, MA 02760. 
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